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OFPCD FILE NO: SP-20-011

LEGAL DESCRIPTION:

TRACT B, 24/94 BUSINESS PARK FILING NO. 1, RECORDED  APRIL 14TH, 2017 AS RECEPTEION NUMBER 21771393 AND AMENDED BY AFFIDAVIT OF
CORRECTION RECEPTION NUMBER 219097386 IN THE RECORDS OF  EL PASO COUNTY, COLORADO, LOCATED IN THE SOUTHWEST 1/4 OF SECTION 8,
TOWNSHIP 14 SOUTH, RANGE 65 WEST, OF THE 6TH P.M.

PROJECT TEAM:

SHEET INDEX:

01 COVER SHEET
02 PRELIMINARY PLAN
03 LANDSCAPE STREET DETAIL PLAN
04 LANDSCAPE SHEET 1
05 LANDSCAPE SHEET 2
06 LANDSCAPE SHEET 3
07 ROUND ABOUT DETAIL

1. A SOILS AND GEOLOGOY STUDY FOR COLORADO SPRINGS EQUITIES, LLC,  WAS COMPLETED BY RMG ENGINEERS ON AUGUST 6, 2020
AND INCLUDED THE AREA OF DEVELOPMENT PROPOSED WITH THE CROSSROADS APARTMENTS (ALSO KNOWN AS, CROSSROADS
MIXED-USE) THE GEOLOGY AND SOILS REPORT FOR  THE CROSSROADS MIXED-USE DEVELOPMENT WAS PROVIDED AS PART OF THE
CROSSROADS MIXED-USE PRELIMINARY PLAN SUBMITTED TO THE EL PASO BOARD OF COUNTY COMMISSIONERS.  PLANNING AND
COMMUNITY DEVELOPMENT FILE NUMBER [TBD].  DEVELOPERS AND HOME OWNERS SHOULD BECOME FAMILIAR WITH THIS REPORT
AND ITS CONTENTS. **

2. THE PROPOSED DEVELOPMENT IS FEASIBLE. THE GEOLOGIC CONDITIONS IDENTIFIED POTENTIALLY HYDROCOMPACTIVE SOILS,
SEISMICITY, RADON, AND EROSION, BUT THESE CONDITIONS ARE CONSIDERED TYPICAL FOR THE FRONT RANGE REGIONS OF COLORADO.
MITIGATION OF GEOLOGIC CONDITIONS IS MOST EFFECTIVELY ACCOMPLISHED B AVOIDANCE. HOWEVER, WHERE AVOIDANCE IS NOT A
PRACTICAL RO ACCEPTABLE ALTERNATIVE, GEOLOGIC CONDITIONS SHOULD BE MITIGATED BY IMPLEMENTING APPROPRIATE PLANNING,
ENGINEERING AND SUITABLE CONSTRUCTION PRACTICES.  **

3. SITE-SPECIFIC SOILS STUDIES SHALL BE PERFORMED FOR THE LOTS WITHIN THIS SUBDIVISION PRIOR TO FOUNDATION CONSTRUCTION
TO IDENTIFY SUBSURFACE SOIL CONDITIONS ANTICIPATED TO SUPPORT FOUNDATIONS AND PROVIDE PERTINENT
GEOTECHNICALLY-RELATED PARAMETERS AND RECOMMENDATIONS FOR FOUNDATION DESIGN AND CONSTRUCTION. **

4. PREVIOUSLY IDENTIFIED MITIGATION ALTERNATIVES, SURFACE AND SUBSURFACE DRAINAGE SYSTEMS SHOULD BE CONSIDERED.
EXTERIOR, PERIMETER FOUNDATION DRAINS SHOULD BE INSTALLED AROUND BELOW-GRADE HABITABLE OR STORAGE SPACES.
SURFACE WATER SHOULD BE EFFICIENTLY REMOVED FROM THE BUILDING AREA TO PREVENT PONDING AND INFILTRATION TO THE
SUBSURFACE SOIL.**

5. THE FOUNDATION SYSTEMS FOR THE PROPOSED COMMERCIAL STRUCTURES RETAINING WALLS GREATER THAN FOUR (4) FEET, AND
ANY RETENTION/DETENTION FACILITIES SHOULD BE DESIGNED AND CONSTRUCTED BASED UPON RECOMMENDATIONS DEVELOPED IN A
SITE-SPECIFIC SUBSURFACE SOIL INVESTIGATION.**

**REFER TO THE SOILS REPORT FOR MORE DETAILED INFORMATION.

SOILS & GEOLOGY CONDITIONS, CONSTRAINTS, & HAZARDS NOTE

TOTAL SITE ACREAGE 29.03 AC
PROPOSED LOTS:

CURRENT ZONING:
TAX ID NUMBER:

SITE DATA TABLE:

CR RS-5000 CAD-O
PROPOSED ZONING: RM30 & CR CAD-O

MINIMUM LOT SIZE
FRONTAGE SETBACKS*
LANDSCAPE SETBACKS*

MAXIMUM LOT COVERAGE
MAXIMUM BUILDING HEIGHT

50' FRONT, 25' SIDE/ REAR; 0' SIDE/REAR SETBACK ADJACENT TO CR ZONE 

50' (UNLESS OTHERWISE IMPACTED BY CAD-O RESTRICTIONS)

Expressway, Principal Arterial: 25' SETBACK (1 TREE/ 20' FRONTAGE)
Minor Arterial: 20' SETBACK (1 TREE/25' FRONTAGE)
Non-Arterial: 10' SETBACK (1 TREE/30' FRONTAGE

5408007005

NONE

PRELIMINARY PLAN NOTES
1. THE FOLLOWING REPORTS HAVE BEEN SUBMITTED IN ASSOCIATION WITH THE PRELIMINARY PLAN FOR THIS SUBDIVISION AND ARE ON FILE AT THE

COUNTY PLANNING AND COMMUNITY DEVELOPMENT DEPARTMENT:  TRANSPORTATION IMPACT STUDY; DRAINAGE REPORT; WATER RESOURCES
REPORT; WASTEWATER DISPOSAL REPORT; GEOLOGY AND SOILS REPORT; FIRE PROTECTION REPORT; NATURAL FEATURES REPORT.

2. ALL PROPERTY OWNERS ARE RESPONSIBLE FOR MAINTAINING PROPER STORM WATER DRAINAGE IN AND THROUGH THEIR PROPERTY.  PUBLIC
DRAINAGE EASEMENTS AS SPECIFICALLY NOTED ON THE PLAT SHALL BE MAINTAINED BY THE LOT OWNERS UNLESS OTHERWISE INDICATED.
STRUCTURES, FENCES, MATERIALS OR LANDSCAPING THAT COULD IMPEDE THE FLOW OR RUNOFF SHALL NOT BE PLACED IN DRAINAGE EASEMENTS.

3. UNLESS OTHERWISE INDICATED, ALL FRONT, SIDE AND REAR LOT LINES ARE TO BE PLATTED ON EITHER SIDE WITH A 10 FOOT PUBLIC UTILITY AND
DRAINAGE EASEMENT.  ALL EXTERIOR SUBDIVISION BOUNDARIES ARE HEREBY PLATTED WITH A 10 FOOT PUBLIC UTILITY AND DRAINAGE EASEMENT.
THE SOLE RESPONSIBILITY FOR MAINTENANCE OF THESE EASEMENTS IS HEREBY VESTED WITH THE INDIVIDUAL PROPERTY OWNERS.

4. DEVELOPER SHALL COMPLY WITH FEDERAL AND STATE LAWS, REGULATIONS, ORDINANCES, REVIEW AND PERMIT REQUIREMENTS, AND OTHER
AGENCY REQUIREMENTS, IF ANY, OF APPLICABLE AGENCIES INCLUDING, BUT NOT LIMITED TO, THE COLORADO DIVISION OF WILDLIFE, COLORADO
DEPARTMENT OF TRANSPORTATION, U.S. ARMY CORPS OF ENGINEERS, AND THE U.S. FISH AND WILDLIFE SERVICE REGARDING THE ENDANGERED
SPECIES ACT, PARTICULARLY AS RELATED TO THE LISTED SPECIES IDENTIFIED IN THE PROJECTS ENVIRONMENTAL ASSESSMENT.

5. NO DRIVEWAY SHALL BE ESTABLISHED UNLESS AN ACCESS PERMIT HAS BEEN GRANTED BY EL PASO COUNTY.

6. MAILBOXES SHALL BE INSTALLED IN ACCORDANCE WITH EL PASO COUNTY AND US POSTAL SERVICE REGULATIONS.

7. EXCEPT AS OTHERWISE NOTED ON THE PRELIMINARY PLAN, INDIVIDUAL LOT PURCHASERS ARE RESPONSIBLE FOR CONSTRUCTING DRIVEWAYS,
INCLUDING NECESSARY DRAINAGE CULVERTS PER LAND DEVELOPMENT CODE SECTION 6.3.3.C.2 AND 6.2.2.C.3.  DUE TO THEIR LENGTH, SOME OF THE
DRIVEWAYS WILL NEED TO BE APPROVED BY THE CIMARRON HILLS FIRE PROTECTION DISTRICT.

8. AT THE TIME OF APPROVAL OF THIS PROJECT, THIS PROPERTY IS LOCATED WITHIN THE CIMARRON HILLS FIRE PROTECTION DISTRICT, WHICH HAS
ADOPTED A FIRE CODE WITH FIRE MITIGATION REQUIREMENTS DEPENDING UPON THE LEVEL OF FIRE RISK ASSOCIATED WITH THE PROPERTY AND
STRUCTURES.  THE OWNER OF ANY LOT SHOULD CONTACT THE FIRE DISTRICT TO DETERMINE THE EXACT DEVELOPMENT REQUIREMENTS RELATIVE TO
THE ADOPTED FIRE CODE.

9. NO-BUILD AREAS ARE AS SHOWN ON THE PRELIMINARY PLAN.  NO-BUILD AREAS INCLUDE, BUT ARE NOT LIMITED TO AREAS, WITHIN DESIGNATED
DRAINAGE EASEMENTS, LANDSCAPE BUFFERS, SETBACKS SIGHT DISTANCE TRIANGLES, ETC., NO-BUILD AREAS WITHIN INDIVIDUAL LOTS ARE THE
RESPONSIBILITY OF THE PROPERTY OWNER.  ALL OTHER NO-BUILD AREAS SHALL BE THE RESPONSIBILITY OF CROSSROADS METROPOLITAN DISTRICT
NOS. 1 & 2.

10. THIS PROPERTY MAY BE ADVERSELY IMPACTED BY NOISE, DUST, FUMES, AND LIGHT POLLUTION CAUSED BY  INDUSTRIAL PROPERTIES AND ACTIVITIES
IN THE NEARBY CLAREMONT BUSINESS PARK FILING NOS. 1 & 2.  THE BUYER SHOULD RESEARCH AND BE AWARE OF THIS POTENTIALITY AND THE
RAMIFICATIONS THEREOF.

11. SIGNAGE IS NOT APPROVED WITH THIS PLAN. A SEPARATE SIGN PERMIT IS REQUIRED. CONTACT THE EL PASO COUNTY PLANNING AND COMMUNITY
DEVELOPMENT DEPARTMENT AT 2880 INTERNATIONAL CIRCLE FOR A SIGN PLAN APPLICATION.

12. RETAINING WALLS EXCEEDING 4-FEET WILL NEED TO BE STRUCTURALLY ENGINEERED.

13. ALL "STOP SIGNS" AND OTHER TRAFFIC CONTROL SIGNAGE SHALL BE INSTALLED BY THE DEVELOPER AT LOCATIONS SHOWN ON THE SITE
DEVELOPMENT PLAN TO MEET MUTCD STANDARDS.

14. PRIOR TO BUILDING PERMIT APPROVAL, A FINAL SUBDIVISION PLAT SHALL BE SUBMITTED FOR REVIEW BY THE EL PASO COUNTY PLANNING &
COMMUNITY DEVELOPMENT DEPARTMENT, AND APPROVAL BY THE BOARD OF COUNTY COMMISSIONERS, AND THE PLAT MUST BE RECORDED, OR
AUTHORIZED DESIGNEE, AND THE PLAT SHALL BE RECORDED.

15. ALL STREETS SHALL BE NAMED AND CONSTRUCTED TO EL PASO COUNTY STANDARDS AND/OR ANY APPROVED DEVIATIONS.  PRIVATE STREETS SHALL
BE OWNED AND MAINTAINED BY THE CROSSROADS METROPOLITAN DISTRICT NOS. 1 & 2.

16. NOTWITHSTANDING ANY AND/OR ASSOCIATED PUBLIC IMPROVEMENTS OR GRAPHIC REPRESENTATION, ALL DESIGN AND CONSTRUCTION RELATED
TO ROADS, STORM DRAINAGE AND EROSION CONTROL SHALL CONFORM TO THE STANDARDS AND REQUIREMENTS OF THE MOST RECENT VERSION
OF THE RELEVANT ADOPTED EL PASO COUNTY STANDARDS, INCLUDING THE LAND DEVELOPMENT CODE (LDC), THE ENGINEERING CRITERIA MANUAL,
THE DRAINAGE CRITERIA MANUAL (DCM), AND DCM VOLUME 2.  ANY DEVIATIONS FROM THESE STANDARDS MUST BE SPECIFICALLY REQUESTED AND
APPROVED IN WRITING TO BE ACCEPTABLE.  THE APPROVAL OF THIS PRELIMINARY PLAN DOES NOT IMPLICITLY ALLOW ANY DEVIATIONS OR WAIVERS
THAT HAVE NOT BEEN OTHERWISE APPROVED THROUGH THE DEVIATION APPROVAL PROCESS.

17. DEVELOPMENT OF THE PROPERTY WILL BE IN ACCORDANCE WITH THE MOST RECENT VERSION OF THE EL PASO COUNTY LAND DEVELOPMENT CODE,
AS AMENDED, FOR CR AND RM-30 ZONES.

18. WATER AND WASTEWATER SERVICES FOR THIS SUBDIVISION WILL BE PROVIDED BY THE CHEROKEE METROPOLITAN DISTRICT (CHEROKEE) SUBJECT TO
THE DISTRICT'S RULES, REGULATIONS AND SPECIFICATIONS. THE OFFICE OF THE STATE ENGINEER HAS ISSUED AN OPINION OF WATER INADEQUACY
BASED ON ITS ANALYSIS AND INTERPRETATION OF A STIPULATED AGREEMENT CONCERNING THE AVAILABILITY OF CERTAIN WATER RIGHTS FOR USE
OUTSIDE OF THE UPPER BLACK SQUIRREL CREEK DESIGNATED BASIN, AND THUS FOUND INSUFFICIENCY OF WATER RESOURCES FOR THIS SUBDIVISION
BASED ON THAT AGREEMENT. THIS INTERPRETATION DIFFERS FROM CERTAIN OPINIONS ISSUED BY THE OFFICE IN THE PAST. BASED ON ITS OWN
REVIEW OF THE STIPULATED AGREEMENT AND ITS HISTORY (AND NOT THE AMOUNT OF WATER ACTUALLY AVAILABLE) THE BOARD OF COUNTY
COMMISSIONERS IN AN OPEN AND PUBLIC HEARING DID NOT ACCEPT THE INTERPRETATION OF THE STATE ENGINEER'S OFFICE. THE BOARD OF
COUNTY COMMISSIONERS FOUND THAT CHEROKEE HAS COMMITTED TO PROVIDE WATER SERVICE TO THE SUBDIVISION AND ASSERTED THAT ITS
LONG TERM WATER SERVICE CAPABILITIES ARE SUFFICIENT. THE BOARD OF COUNTY COMMISSIONERS MADE THIS DETERMINATION IN RELIANCE
UPON THE TESTIMONY AND EXPERTISE PROVIDED BY CHEROKEE AT THE PUBLIC HEARING THEREON. AT THE HEARING, CHEROKEE ASSERTED THAT ITS
PLANS AND CONTINUED FINANCIAL INVESTMENT IN INFRASTRUCTURE ARE DESIGNED TO ALLOW CHEROKEE TO CONTINUE TO PROVIDE THIS
SUBDIVISION AND ITS EXISTING CUSTOMERS WITH WATER AND WASTEWATER SERVICES FOR 300 YEARS OR MORE.

19. THE PROPERTY IS LOCATED IN THE AIRPORT OVERLAY ZONE.  THIS SERVES AS NOTICE OF POTENTIAL AIRCRAFT OVERFLIGHT AND NOISE IMPACTS ON
THIS PROPERTY DUE TO ITS CLOSE PROXIMITY TO AN AIRPORT, WHICH IS BEING DISCLOSED TO ALL PROSPECTIVE PURCHASERS CONSIDERING THE USE
OF THIS PROPERTY FOR RESIDENTIAL AND OTHER PURPOSES.  THIS PROPERTY IS SUBJECT TO THE OVERFLIGHT AND ASSOCIATED NOISE OF ARRIVING
AND DEPARTING AIRCRAFT DURING THE COURSE OF NORMAL AIRPORT OPERATIONS.  ALL PROPERTY WITHIN THIS SUBDIVISION IS SUBJECT TO AN
AVIGATION EASEMENT AS RECORDED IN BOOK 2478 AT PAGE 304, OF THE RECORDS OF THE EL PASO COUNTY CLERK AND RECORDER.

20. UPON ACCEPTING RESIDENCY WITHIN CROSSROADS AT MEADOWBROOK MIXED USE, ALL ADULT RESIDENTS AND OCCUPANTS SHALL BE REQUIRED TO
SIGN A NOTICE IN WHICH THE TENANT ACKNOWLEDGES THAT CROSSROADS AT MEADOWBROOK MIXED USE LIES WITHIN AN AIRPORT OVERLAY ZONE
AND IS LOCATED LESS THAN 2 MILES FROM COLORADO SPRINGS MUNICIPAL AIRPORT AND MAY, AT TIMES (24 HOURS PER DAY), EXPERIENCE NOISE
AND OTHER ACTIVITIES AND OPERATIONS ASSOCIATED WITH AIRCRAFT AND THE AIRPORT.

21. LOTS 1-10 WITHIN THIS SUBDIVISION WILL BE SUBJECT TO A RECIPROCAL ACCESS/PARKING AGREEMENT. EASEMENT(S) SHALL BE ESTABLISHED BY
SUBSEQUENT FINAL PLAT(S) OR SEPARATE INSTRUMENT(S) ACCOMPANYING THE FINAL PLAT.

22. LOTS 1-10 HAVE NO DIRECT ACCESS TO NEWT DRIVE, HIGHWAY 24 OR MEADOWBROOK PARKWAY.

23. LOT 11 DOES NOT HAVE DIRECT ACCESS TO NEWT DRIVE  NOR HIGHWAY 24

24. LOT 11 HAS ONE DIRECT ACCESS POINT TO MEADOWBROOK PARKWAY, SUBJECT TO APPROVAL OF A DEVIATION TO ALLOW LOT ACCESS ON A
NON-RESIDENTIAL COLLECTOR.

25. LOTS 1-11 HAVE ACCESS TO SOUTHERN RAIL POINT AND PACIFIC RAIL POINT (PRIVATE NON-RESIDENTIAL COLLECTORS PER THE APPROVAL OF A
ACCESS DEVIATION.

26. A TITLE 32 SPECIAL DISTRICT ANNUAL REPORT AND DISCLOSURE FORM SATISFACTORY TO THE PLANNING AND COMMUNITY DEVELOPMENT
DEPARTMENT SHALL BE RECORDED WITH EACH PLAT.

27. ROADWAY LANDSCAPE IMPROVEMENTS AND MAINTENANCE SHALL BE THE RESPONSIBILITY OF THE CROSSROADS METROPOLITAN DISTRICT NOS. 1 &
2.

28. LANDSCAPING SHALL CONFORM TO THE REQUIREMENTS OF CHAPTER 6 OF THE COUNTY CODE TOGETHER WITH ALL APPLICABLE CONDITIONS OF
APPROVAL IMPOSED BY THE BOARD OF COUNTY COMMISSIONERS.

29. CONSTRUCTION/INSTALLATION OF THE ROUND ABOUT AT NEWT DR/MEADOWBROOK PKWY INTERSECTION WILL BE THE RESPONSIBILITY OF THE
CROSSROADS METROPOLITAN DISTRICT NOS. 1 & 2.

30. GAS AND ELECTRIC SERVICES WILL BE PROVIDED BY COLORADO SPRINGS UTILITIES (CSU).

31. SIDEWALKS FOR THE PRIVATE ROADS 'SOUTHERN RAIL POINT AND PACIFIC RAIL POINT' SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE
'CROSSROADS HEIGHTS' PRIVATE ROAD CROSS SECTIONS PROVIDED ON THE LANDSCAPE DETAIL SHEET (SHEET NO. 3) OF THIS PRELIMINARY
PLAN. FINAL PEDESTRIAN RAMP LOCATIONS SUBJECT TO CHANGE BASED ON FINAL ACCESS LOCATIONS AND SPACING, FINAL LOT
CONFIGURATION, AND REFINEMENT TO SITE ORIENTATION DURING FINAL PLAT AND/OR SITE DEVELOPMENT PLAN REVIEW & APPROVAL. SITE
PEDESTRIAN ACCESS AND CIRCULATION WILL MAINTAIN CONFORMANCE WITH ALL ADA STANDARDS.

1. THIS PROPERTY IS NOT LOCATED WITHIN A DESIGNATED FEMA FLOODPLAIN AS DETERMINED BY THE FLOOD INSURANCE RATE MAP,
COMMUNITY MAPS NUMBERED '08041C0576F', DATED DECEMBER 7, 2018, THE LIMITS OF WHICH ARE SHOWN ON THE SURVEY.
AREAS WITHIN THE FLOODPLAIN ARE ZONE AE, AREAS OUTSIDE THE FLOODPLAIN ARE ZONE X.

FLOODPLAIN NOTES:

11

0.72 AC

PLANNERS/ LANDSCAPE ARCH.:
KIMLEY-HORN
2 NORTH NEVADA AVENUE
SUITE 300
COLORADO SPRINGS, CO 80903

OWNER/ DEVELOPER:
COLORADO SPRINGS EQUITIES LLC
ATTN: DANNY MIENTKA
90 SOUTH CASCADE AVENUE, SUITE 1500
COLORADO SPRINGS, CO 80903

CIVIL ENGINEER:
MS CIVIL CONSULTANTS, INC.
102 PIKES PEAK AVENUE
5TH FLOOR
COLORADO SPRINGS, CO 80903

CROSSROADS AT MEADOWBROOK-MIXED USE
PRELIMINARY PLAN

LOCATED IN THE SOUTHWEST 1/4 OF SECTION 8, T14S, R65W, OF THE 6th P.M., EL PASO COUNTY, COLORADO
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* setbacks to be established with SDP pending final lot configuration and access
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OFPCD FILE NO: SP-20-011

SCALE: 1" = 100'NORTH

100'0 50' 200'

CROSSROADS AT MEADOWBROOK-MIXED USE
PRELIMINARY PLAN

LOCATED IN THE SOUTHWEST 1/4 OF SECTION 8, T14S, R65W, OF THE 6th P.M., EL PASO COUNTY, COLORADO

TRACT TABLE
TRACT SIZE SF/ACRES± OWNERSHIP &

MAINTENANCE USE

A 135,632SF / 3.114 AC± CRMD #1 **PARK/OPEN SPACE/DRAINAGE/PUBLIC IMPROVEMENT/PUBLIC
UTILITY/LANDSCAPING/SIDEWALKS& PEDESTRIAN EASEMENT

B 5,821SF / 0.130 AC±
CSE LLC OPEN SPACE/DRAINAGE/PUBLIC IMPROVEMENT/PUBLIC

UTILITY/LANDSCAPING/SIDEWALKS/SIGNAGE & PEDESTRIAN
EASEMENT

C 44,368SF / 1.019 AC±
CRMD #1 PRIVATE ROAD/VEHICULAR ACCESS/DRAINAGE/PUBLIC

IMPROVEMENT/PUBLIC UTILITY/LANDSCAPING/SIDEWALKS &
PEDESTRIAN EASEMENT

D 40,201SF / 0.923 AC±
CRMD #1 PRIVATE ROAD/VEHICULAR ACCESS/DRAINAGE/PUBLIC

IMPROVEMENT/PUBLIC UTILITY/LANDSCAPING/SIDEWALKS &
PEDESTRIAN EASEMENT

TOTAL 226,022SF / 5.186 AC±

CRMD #1  = Crossroads Metropolitan District Nos. 1 & 2

CSE LLC = Colorado Springs Equities LLC

02     05
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dsdlaforce
Rectangle

dsdlaforce
Rectangle

dsdlaforce
Callout
Update striping for the WBLT into the west access consistent with the revised recommendation in the traffic impact study.See comments on the deviation request.  The recommended turn lane does not seem to fit.

dsdlaforce
Image

dsdlaforce
Line

dsdlaforce
Length Measurement
259'-0"

dsdlaforce
Length Measurement
178'-11"

dsdlaforce
Length Measurement
80'-10"

dsdlaforce
Arc

dsdlaforce
Line

dsdlaforce
Line

dsdlaforce
Line

dsdparsons
Callout
RETURN TO COLOR THAT IS LIGHTER AS PREVIOUSLY SUBMITTED SO ITS EASIER TO READ LABELS

dsdparsons
Callout
LABEL NO RI/RO ALLOWED
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OFPCD FILE NO: SP-20-011

NTS

STREET CROSS SECTION & LANDSCAPE DETAIL "A" - HIGHWAY 24 (PROPOSED)

NTS
STREET CROSS SECTION & LANDSCAPE DETAIL "B" - NEWT DRIVE

NTS
STREET CROSS SECTION & LANDSCAPE DETAIL "C" - MEADOWBROOK PARKWAY

SCALE: 1" = 150'NORTH

150'0 75' 300'

CROSSROADS AT MEADOWBROOK-MIXED USE
PRELIMINARY PLAN

LOCATED IN THE SOUTHWEST 1/4 OF SECTION 8, T14S, R65W, OF THE 6th P.M., EL PASO COUNTY, COLORADO

03     06

NTS

STREET CROSS SECTION & LANDSCAPE DETAIL "D" - SOUTHERN RAIL POINT & PACIFIC RAIL POINT

** SIDEWALKS FOR THE PRIVATE ROAD 'SOUTHERN RAIL POINT AND PACIFIC RAIL POINT' SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE PRIVATE ROAD CROSS SECTIONS PROVIDED ON THE LANDSCAPE DETAIL
SHEET (SHEET NO. 3) OF THIS PRELIMINARY PLAN. FINAL SIDEWALK DESIGN AND CORRESPONDING FINANCIAL ASSURANCES WILL BE PROVIDED WITH FUTURE FINAL PLAT(S) OR INDIVIDUAL SITE DEVELOPMENT PLAN
SUBMITTAL & REVIEW(S).
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ROAD CLASSIFICATION: URBAN NONRESIDENTIAL
COLLECTOR, MODIFIED

PAVEMENT

PUBLIC ROW VARIES

ROAD CLASSIFICATION: URBAN EXPRESSWAY

2'-6"

CONC CURB W/ PAN

25' SETBACK

2'-6"

LANDSCAPE BUFFER

NORTH BOUNDSOUTH BOUND

TYPE B
CURB & GUTTER

MEDIAN WIDTH VARIES

CONCRETE
TRAVEL LANE

TYPE A
CURB & GUTTER

ROAD CLASSIFICATION: URBAN NONRESIDENTIAL COLLECTOR, MODIFIED

ROAD CLASSIFICATION: URBAN LOCAL ROADWAY

ROAD CLASSIFICATION: URBAN NONRESIDENTIAL
COLLECTOR, MODIFIED

dsdlaforce
Callout
Revise to 12' lane width per ECM Table 2-7

dsdlaforce
Callout
fix line weight to text is legible.  Typical for all.

dsdlaforce
Highlight

dsdlaforce
Highlight

dsdlaforce
Highlight

dsdlaforce
Highlight

dsdlaforce
Callout
remove the trees within the ROW.Typical for all cross sections.Unresolved.

dsdlaforce
Highlight

dsdlaforce
Highlight

dsdlaforce
Highlight

dsdlaforce
Highlight

dsdlaforce
Highlight

dsdlaforce
Text Box
Is this correct that the the development will convert Highway 24 to curb and gutter type of cross section?  Leave as shown if true or you may want to add a footnote if the final cross section for the CDOT improvements is still being coordinated/finalized with CDOT.

dsdlaforce
Text Box
12

dsdlaforce
Text Box
Update dimensions from varies to the widths per criteria

dsdlaforce
Text Box
6'

dsdlaforce
Image

dsdlaforce
Callout
to edge of pavement (EOP).

dsdlaforce
Callout
from EOP to EOP

dsdlaforce
Text Box
12

dsdlaforce
Text Box
12

dsdlaforce
Callout
See ECM 2.5.6.H for designing the raised median for left turn lanes.If the left turn lane for the middle access extends through the RIRO intersection a deviation request is likely required reducing the landscape stripe in order to make room for the 6' raised median divider.Unresolved.  Update the street configuration per the redline markup.  Double check that the sum total of all the widths equal 80'.Update the site plan layout to match the dimensions on the cross section.

dsdlaforce
Callout
Add the 6' shoulder

dsdlaforce
Callout
Add the 6' shoulder

dsdlaforce
Callout
Reduce landscape strip to 5'

dsdlaforce
Callout
Reduce landscape strip to 5'

dsdlaforce
Highlight

dsdlaforce
Callout
Transition taper to occur at this location from cross section C-1 to C-2.  Per ECM Table 2-29 the taper ratio shall be 20:1

dsdlaforce
Callout
adjust the C&G dimension line to back of curb.

dsdlaforce
Highlight

dsdlaforce
Highlight

dsdlaforce
Highlight

dsdlaforce
Highlight

dsdparsons
Callout
NO LANDSCAPE MAY BE IN THE PUBLIC ROW
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OFPCD FILE NO: SP-20-011

CROSSROADS AT MEADOWBROOK-MIXED USE
PRELIMINARY PLAN

LOCATED IN THE SOUTHWEST 1/4 OF SECTION 8, T14S, R65W, OF THE 6th P.M., EL PASO COUNTY, COLORADO
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DECIDUOUS TREE

EVERGREEN TREE

SHRUBS/ORNAMENTAL
GRASSES

NATIVE SEED

DECIDUOUS TREE
EVERGREEN TREE

TYPICAL LANDSCAPE ELEVATION
ELEVATION

A
NTS

DECIDUOUS TREES CODE QTY BOTANICAL NAME COMMON NAME CONT. SIZE/CAL. WIDTH HEIGHT

CP 54 CRATAEGUS PHAENOPYRUM WASHINGTON HAWTHORN B & B 2" CAL MIN 15`-20` 20`-25`

QM 31 QUERCUS MACROCARPA BUR OAK B & B 40`-60` 60`+

EVERGREEN TREES CODE QTY BOTANICAL NAME COMMON NAME CONT. SIZE/CAL. WIDTH HEIGHT

JS 55 JUNIPERUS SCOPULORUM ROCKY MOUNTAIN JUNIPER B & B 6` HGT. 8`-12` 20`-30`

PN 47 PINUS NIGRA AUSTRIAN BLACK PINE B & B 6` HGT. 30`-40` 40`-60`

GROUND COVERS CODE QTY BOTANICAL NAME COMMON NAME TYPE INSTALL RATE WEED FABRIC MFR.

SEED 168,129 SF PBSI NATIVE LAWN MIX SEED PAWNEE BUTTES SEED INC.
QUANTITY IS APPROXIMATE.
AREA OF SEED COVER TO
BE PROVIDED WITH
LANDSCAPE
CONSTRUCTION
DOCUMENTS.
50% BUFFALOGRASS, 50%
BLUE GRAMA

PLANT SCHEDULE

PLANTING DETAIL
DECIDUOUS TREE PLANTING

COTTON/NYLON WEBBING STRAP

REMOVE TWINE FROM BRANCHESUSE 16 GA. WIRE (CAL-TIE OR EQUIV.)
PLACED THROUGH GROMMETS OF

WEB STRAPS TO SECURE TREE SPRAY WITH WILT PRUF OR EQUAL (IF LEAFED OUT)

ORANGE FLUORESCENT FLAGGING ON
WIRE FOR SAFETY

STEEL POSTS.  GUY TREE TO PLUMB
POSITION.  SECURE GUYS TO TRUNK
AT 1/2- 2/3 THE TREE HEIGHT.  PLACE

POSTS AND WIRES SO THAT THEY DO
NOT RUB AGAINST BRANCHES

5'
 M

IN
.

2'
 M

IN
.

3 X DIA. OF ROOTBALL

4" SHREDDED CEDAR MULCH W/OUT FABRIC,
3' DIA. RING

EXISTING GRADE

MATCH TOP OF ROOT FLARE
TO EXISTING GRADE

REMOVE SOIL TO ROOT FLARE

1'-0" LONG X 4" DIA. ADG CORRUGATED
FLEXIBLE PIPE (WEED WHACKER GUARD).
SPLIT ONE SIDE END-TO-END AND PLACE

AROUND BASE OF TREE TRUNK

NOTES:
1.  DIG PIT SO THAT TOP OF THE ROOT FLARE IS LEVEL WITH SURROUNDING GRADE.  THE ROOT FLARE SHOULD

DETERMINE THE DEPTH OF THE PIT, NOT THE TOP OF THE ROOT BALL.
2.  THE BALL OF TREE SHOULD SIT ON UNDISTURBED SOIL.
3.  CUT BOTTOM OF BASKET.  REMOVE ALL SOIL FROM ROOT BALL TO TOP OF ROOT FLARE.  SET TREE AND REMOVE

ENTIRE BASKET AFTER CORRECT PLACEMENT.  REMOVE BURLAP FROM THE SIDE OF THE ROOT BALL.  REMOVE ALL
TWINE FROM AROUND THE TRUNK AND BACKFILL.

70 % TOPSOIL MIX
15 % AGED MANURE
15% COMPOST

BACKFILL WITH PLANTING MIX
WHICH CONSISTS OF:

PLANTING PIT TO BE 2.5X THE WIDTH OF
ROOTBALL

SOLID GREEN "T" POSTS TO EXTEND NO MORE
THAN 6" ABOVE GRADE

MULCH AS SPECIFIED ON PLANS
DOUBLE STRAND GALV. WIRE (10GA.)

COTTON / NYLON WEBBING STRAP

DO NOT CUT LEADER.  PRUNE DAMAGED
OR DEAD WOOD PRIOR TO PLANTING

TOP OF GRADE

TOP OF ROOTBALL 2"-3" HIGHER THAN
SURROUNDING GRADE

GUY WIRES TO BE UNIFORMLY AND
NEATLY TIGHTENED (TYP.)

REMOVE BURLAP AND WIRE BASKET
FROM TOP 2/3 OF ROOTBALL (MIN.)

BACKFILL CONSISTS OF:
70 % TOPSOIL
30 % COMPOST MIX
APPLY 14 46-0-0 TABLET FERTILIZERS
PER TREE

FLOURESCENT SAFETY FLAGGING, TYP.

4 CU. YARDS / 1000 SF.
COMPOST AMENDMENT

EVENLY SPREAD
TOPSOIL 2" DEEP

SUB SOIL

NATIVE SEED MIX; SEE
PLANS

PROVIDE A SMOOTHLY
RAKED FINISH GRADE,
PROVIDE POSITIVE
DRAINAGE;

NOTES:
1.  TOPSOIL TO CONSIST OF DARK, LIGHT LOAM SOIL FREE OF ROCKS, ROOTS, AND FOREIGN MATERIALS.
2. THE FERTILIZER APPLICATION SHOULD BE DELAYED IF PLANTING DOES NOT OCCUR WITHIN 2-3 DAYS OF FERTILIZING.
3.  COMPOST TO CONSIST OF 1-YEAR OLD ORGANIC MATERIAL AND SHOULD NOT INCLUDE CHICKEN MANURE.
4.  FROZEN MATERIALS OR MATERIALS GREATER THAN 1" DIA. SHOULD BE REMOVED.
5.  REFER TO SPECS FOR COMPLETE SOIL PREPARATION REQUIREMENTS.

RIP
SUB SOIL
12" DEEP

PLANTING DETAIL
EVERGREEN TREE PLANTING

PLANTING DETAIL
SOIL PREP- NATIVE SEED AREAS 

NOTES:

1.  CONTRACTOR TO WATER PLANT MATERIAL DAILY UNTIL AN AUTOMATIC IRRIGATION SYSTEM IS
OPERATIONAL OR OTHER IRRIGATION PROVISIONS ARE PROVIDED.

2.  THE FINISH GRADES SHALL PROVIDE POSITIVE DRAINAGE AWAY FROM WALLS AND BUILDINGS.
3.  THE TILLING OF PLANTING BEDS AND PLACEMENT OF BACKFILL IS TO OCCUR JUST PRIOR TO

PLANTING; THEREAFTER, PROTECTION FROM COMPACTION AND CONSTRUCTION TRAFFIC
SHOULD BE PROVIDED.

NATIVE SEED

SUBGRADE

70 % TOPSOIL MIX
15 % AGED MANURE
15% COMPOST

BACKFILL WITH PLANTING MIX
WHICH CONSISTS OF:

PLANTING DETAIL
SHRUB DETAIL

LANDSCAPE SETBACKS:

% GROUND PLANE VEG. REQUIRED/PROVIDED:
PLANT ABBREVIATION DENOTED ON PLAN:
NUMBER OF TREES REQUIRED/PROVIDED:

SETBACK DEPTH REQUIRED/PROVIDED:

STREET NAME OR ZONE BOUNDARY:

TREE/FEET REQUIRED:
LINEAR FOOTAGE:

STREET CLASSIFICATION:

HB

75 / 75%

102 / 102

EXPRESSWAY

2041'

1 / 20'

25' / 25'

HIGHWAY 24

MB

75 / 75%

71/ 71

MAJOR ARTERIAL

1406'

1 / 20'

25' / 25'

MEADOWBROOK PKWY.

SB

75 / 75%

14/ 14

NON ARTERIAL

398'

1 / 30'

25' / 25'

NEWT DRIVE

S

MEADOWBROOK CROSSING METRO DISTRICT
ZONE: RS-5000 CAD-O

VACANT

(2) CP(5) JS(1) QM
(3) PN(2) QM

(3) JS(2) CP(3) CP(3) JS(1) QM(3) PN
(2) QM(4) PN
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OFPCD FILE NO: SP-20-011

CROSSROADS AT MEADOWBROOK MIXED USE
PRELIMINARY PLAN

LOCATED IN THE EAST 1/2 OF SECTION 8, T14S, R65W, OF THE 6th P.M., EL PASO COUNTY, COLORADO

NORTH

MATCHLINE; SEE SHEET 6
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NATIVE SEED W
ITHIN

LANDSCAPE SETBACK, T
YP.

NATIVE SEED WITHIN
LANDSCAPE SETBACK, TYP.

NATIVE SEED W
ITHIN

LANDSCAPE SETBACK, TYP.

(5) CP

(3) PN

(2) QM

(5) JS

(3) CP

(3) PN

(2) QM

(5) JS

(3) CP

(3) PN

(1) QM

(3) PN

(3) QM

(2) CP

(3) CP

(3) QM

(3) PN

(3) JS

(4) CP

(3) CP

(3) PN

(1) QM
(1) CP(3) CP

(3) JS

(1) PN(3) QM

(3) PN

(3) JS(2) CP



C
R

O
SS

R
O

AD
S 

AT
 M

EA
D

O
W

BR
O

O
K 

M
IX

ED
 U

SE
PR

EL
IM

IN
AR

Y 
PL

AN

OFPCD FILE NO: SP-20-011

CROSSROADS AT MEADOWBROOK MIXED USE
PRELIMINARY PLAN

LOCATED IN THE EAST 1/2 OF SECTION 8, T14S, R65W, OF THE 6th P.M., EL PASO COUNTY, COLORADO

MATCHLINE; SEE SHEET 5

06     06

NORTH

NATIVE SEED WITHIN

LANDSCAPE SETBACK, TYP.

(1) QM (5) JS

(5) CP

(4) PN

(3) QM
(5) JS

(5) CP

(5) PN

(1) QM

(1) QM

(5) JS

(5) CP

(3) PN

(2) QM

(5) JS

(3) CP

(3) PN

(2) QM

(5) JS

1. CONTRACTOR SHALL WARRANTY ALL PLANT MATERIAL FOR ONE YEAR AFTER SUBSTANTIAL COMPLETION.

2. CONTRACTOR SHALL BE RESPONSIBLE FOR MAINTENANCE OF ALL PLANT MATERIALS IN A HEALTHY STATE DURING CONSTRUCTION AND THROUGH FINAL COMPLETION AS PART OF PLANTING COST. ANY DAMAGE TO PLANT
MATERIAL SHALL BE REPAIRED OR REPLACED AT THE CONTRACTOR'S EXPENSE. AFTER FINAL COMPLETION, OWNER SHALL BE RESPONSIBLE FOR PLANT MAINTENANCE.

3. PLANT QUANTITIES ARE PROVIDED FOR CONTRACTOR'S CONVENIENCE ONLY AND SHALL BE VERIFIED BY CONTRACTOR BY REVIEWING PLANTING PLAN SYMBOLS AND GENERATING SEPARATE PLANT LIST.

4. ALL DECIDUOUS  TREES SHALL BE WRAPPED IN THE FALL WITH STRETCHABLE TREE WRAP IN ACCORDANCE WITH ACCEPTED HORTICULTURAL PRACTICE; WRAP SHALL BE REMOVED NO LATER THAN MAY 1 OF THE
FOLLOWING SPRING. INSTALL WOOD MULCH UNDER EACH TREE; REFER TO TREE PLANTING DETAIL. WOOD MULCH SHALL BE SHREDDED WOOD MULCH.

5. TREE PLANTING SOIL AMENDMENT AND FERTILIZER REQUIREMENTS: BACKFILL SOIL WITHIN EACH TREE PIT SHALL CONSIST 0F 30% COMPOST AND 70% EXISTING SOIL.

6. COBBLE MULCH AREAS; INSURE POSITIVE DRAINAGE AWAY FROM BUILDINGS PRIOR TO PLACING GRAVEL MULCH; INSTALL WEED BARRIER FABRIC UNDER ALL GRAVEL MULCH; ROLL FABRIC WITHOUT STRETCHING OR
PULLING; OVERLAP FABRIC EDGES A MINIMUM OF 6". STAKE FABRIC PER MANUFACTURER'S SPECIFICATIONS., COBBLE (2"-4" WHOLE RIVER ROCK) SHOULD BE PLACED IN DESIGNATED AREA AS SHOWN ON PLANS AT A 4"
DEPTH; ENSURE WEED BARRIER FABRIC IS NOT VISIBLE. SUBMIT SAMPLE FOR OWNER REPRESENTATIVE APPROVAL PRIOR TO INSTALLATION.

7. ALL PLANT MATERIALS SHALL HAVE BACKFILL CAREFULLY PLACED AROUND BASE AND SIDES OF BALL TO TWO-THIRDS (2/3) DEPTH OF BALL, THEN THOROUGHLY SOAKED WITH WATER TO ALLOW SETTLEMENT.  ALL WIRE,
BURLAP FASTENERS AND LOOSE BURLAP AROUND BASE OF TRUNK SHALL BE REMOVED AT THIS TIME.  REMAINDER OF PIT SHALL THEN BE BACKFILLED, ALLOWING FOR DEPTH OF MULCH, SAUCER AND SETTLEMENT OF
BACKFILL.  BACKFILL SHALL THEN BE THOROUGHLY WATERED ONCE AGAIN.

8. LANDSCAPE CONTRACTOR IS RESPONSIBLE FOR MAINTAINING EXISTING EROSION CONTROL MEASURES DURING HIS DURATION OF WORK ON-SITE.

9. LANDSCAPE CONTRACTOR IS RESPONSIBLE TO PROVIDE EROSION CONTROL BLANKET ON ALL SLOPES.

10. ALL AREAS DISTURBED DURING CONSTRUCTION TO BE RESEEDED.

11. CONTRACTOR SHALL PROVIDE ALL DEVICES AND LABOR NEEDED TO ESTABLISH NATIVE SEED.

12. ALL  TREES SHALL BE IRRIGATED VIA A DRIP SYSTEM. FINAL DESIGN AND P.O.C WILL BE IDENTIFIED FINAL BUILDING PERMIT.

13. LANDSCAPE DETAILS PROVIDED FOR STREETSCAPE LANDSACPE AND BUFFERING REQUIRED FOR SUBDIVISION IMPACTS. INDIVIDUAL LOTS SHALL BE RESPONSIBLE FOR DEVELOPING AND IMPLEMENTING A LANDASCPE
PLAN TO MEET INDIVIDUAL LOT REQUIREMENTS. MAINENANCE OF LANDSCAPE ELEMENTS AUTHORIZED BY THIS PRELIMINARY PLAN SHALL BE RE MAINENANCE RESPONSIBILITY OF THE SPECIAL DISTRICT AND/OR BUSINESS
OWNERS ASSOCIATION. INDIVIDUAL LOT LANDSCAPING SHALL BE RHE RESPONSIBILITY OF THE INDIVIDIAL LOT ONWNERS.

GENERAL NOTES
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Subject: Callout
Page Label: [2] 096956011-PP - PRELIM
Author: dsdlaforce
Date: 9/1/2021 11:36:37 AM
Status: 
Color: 
Layer: 
Space: 

Update striping for the WBLT into the west access
consistent with the revised recommendation in the
traffic impact study.
See comments on the deviation request.  The
recommended turn lane does not seem to fit.

dsdlaforce (36)

Subject: Image
Page Label: [2] 096956011-PP - PRELIM
Author: dsdlaforce
Date: 9/1/2021 11:22:44 AM
Status: 
Color: 
Layer: 
Space: 

Subject: Group
Page Label: [2] 096956011-PP - PRELIM
Author: dsdlaforce
Date: 9/1/2021 11:38:57 AM
Status: 
Color: 
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Space: 

Subject: Callout
Page Label: [3] 096956011-PP - DETAIL
Author: dsdlaforce
Date: 8/31/2021 4:27:23 PM
Status: 
Color: 
Layer: 
Space: 

Revise to 12' lane width per ECM Table 2-7

Subject: Callout
Page Label: [3] 096956011-PP - DETAIL
Author: dsdlaforce
Date: 8/31/2021 4:29:25 PM
Status: 
Color: 
Layer: 
Space: 

fix line weight to text is legible.  Typical for all.

Subject: Highlight
Page Label: [3] 096956011-PP - DETAIL
Author: dsdlaforce
Date: 8/31/2021 4:27:56 PM
Status: 
Color: 
Layer: 
Space: 
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Update striping for the WBLT into the west
access consistent with the revised
recommendation in the traffic impact study.
See comments on the deviation request.  The
recommended turn lane does not seem to fit.
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Revise to 12' lane
width per ECM Table
2-7
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fix line weight to text
is legible.  Typical for
all.
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Subject: Highlight
Page Label: [3] 096956011-PP - DETAIL
Author: dsdlaforce
Date: 8/31/2021 4:28:00 PM
Status: 
Color: 
Layer: 
Space: 

Subject: Highlight
Page Label: [3] 096956011-PP - DETAIL
Author: dsdlaforce
Date: 8/31/2021 4:28:02 PM
Status: 
Color: 
Layer: 
Space: 

Subject: Highlight
Page Label: [3] 096956011-PP - DETAIL
Author: dsdlaforce
Date: 8/31/2021 4:28:05 PM
Status: 
Color: 
Layer: 
Space: 

Subject: Callout
Page Label: [3] 096956011-PP - DETAIL
Author: dsdlaforce
Date: 8/31/2021 4:29:44 PM
Status: 
Color: 
Layer: 
Space: 

remove the trees within the ROW.
Typical for all cross sections.

Unresolved.

Subject: Highlight
Page Label: [3] 096956011-PP - DETAIL
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Date: 8/31/2021 4:30:13 PM
Status: 
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Layer: 
Space: 

Subject: Highlight
Page Label: [3] 096956011-PP - DETAIL
Author: dsdlaforce
Date: 8/31/2021 4:30:15 PM
Status: 
Color: 
Layer: 
Space: 
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remove the trees
within the ROW.
Typical for all cross
sections.

Unresolved.



Subject: Highlight
Page Label: [3] 096956011-PP - DETAIL
Author: dsdlaforce
Date: 8/31/2021 4:30:17 PM
Status: 
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Author: dsdlaforce
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Subject: Highlight
Page Label: [3] 096956011-PP - DETAIL
Author: dsdlaforce
Date: 8/31/2021 4:30:22 PM
Status: 
Color: 
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Space: 

Subject: Text Box
Page Label: [3] 096956011-PP - DETAIL
Author: dsdlaforce
Date: 8/31/2021 4:37:05 PM
Status: 
Color: 
Layer: 
Space: 

Is this correct that the the development will convert
Highway 24 to curb and gutter type of cross
section?  Leave as shown if true or you may want
to add a footnote if the final cross section for the
CDOT improvements is still being
coordinated/finalized with CDOT.

Subject: Text Box
Page Label: [3] 096956011-PP - DETAIL
Author: dsdlaforce
Date: 8/31/2021 4:56:34 PM
Status: 
Color: 
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Space: 

12

Subject: Text Box
Page Label: [3] 096956011-PP - DETAIL
Author: dsdlaforce
Date: 8/31/2021 5:01:09 PM
Status: 
Color: 
Layer: 
Space: 

Update dimensions from varies to the widths per
criteria

ON & LANDSCAPE DETAIL "C" - MEADOWB

B" - NEWT DRIVE

PAVEMENT

PUBLIC ROW VARIES

ROAD CLASSIFICATION: URBAN EXPRESSWAY

2'-6"

W/ PAN

NORTH BOUNDND

Is this correct that the the development will convert
Highway 24 to curb and gutter type of cross section? 
Leave as shown if true or you may want to add a
footnote if the final cross section for the CDOT
improvements is still being coordinated/finalized with
CDOT.

12

NTS
STREET CROSS SECTION & LANDS

Update dimensions from varies to the
widths per criteria



Subject: Text Box
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Color: 
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Space: 
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Page Label: [3] 096956011-PP - DETAIL
Author: dsdlaforce
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Status: 
Color: 
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Space: 

Subject: Callout
Page Label: [3] 096956011-PP - DETAIL
Author: dsdlaforce
Date: 8/31/2021 4:52:25 PM
Status: 
Color: 
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Space: 

to edge of pavement (EOP).

Subject: Callout
Page Label: [3] 096956011-PP - DETAIL
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Status: 
Color: 
Layer: 
Space: 

from EOP to EOP

Subject: Text Box
Page Label: [3] 096956011-PP - DETAIL
Author: dsdlaforce
Date: 8/31/2021 4:52:34 PM
Status: 
Color: 
Layer: 
Space: 
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Subject: Text Box
Page Label: [3] 096956011-PP - DETAIL
Author: dsdlaforce
Date: 8/31/2021 4:52:43 PM
Status: 
Color: 
Layer: 
Space: 

12

6'

to edge of pavement
(EOP).

ROAD CLASS
COLLECTOR,

from EOP to EOP

12
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Subject: Callout
Page Label: [3] 096956011-PP - DETAIL
Author: dsdlaforce
Date: 8/31/2021 5:02:22 PM
Status: 
Color: 
Layer: 
Space: 

See ECM 2.5.6.H for designing the raised median
for left turn lanes.

If the left turn lane for the middle access extends
through the RIRO intersection a deviation request
is likely required reducing the landscape stripe in
order to make room for the 6' raised median
divider.

Unresolved.  Update the street configuration per
the redline markup.  Double check that the sum
total of all the widths equal 80'.
Update the site plan layout to match the
dimensions on the cross section.

Subject: Callout
Page Label: [3] 096956011-PP - DETAIL
Author: dsdlaforce
Date: 8/31/2021 4:54:43 PM
Status: 
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Add the 6' shoulder

Subject: Callout
Page Label: [3] 096956011-PP - DETAIL
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Add the 6' shoulder

Subject: Callout
Page Label: [3] 096956011-PP - DETAIL
Author: dsdlaforce
Date: 8/31/2021 4:56:46 PM
Status: 
Color: 
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Space: 

Reduce landscape strip to 5'

Subject: Callout
Page Label: [3] 096956011-PP - DETAIL
Author: dsdlaforce
Date: 8/31/2021 5:17:04 PM
Status: 
Color: 
Layer: 
Space: 

Reduce landscape strip to 5'

Subject: Highlight
Page Label: [3] 096956011-PP - DETAIL
Author: dsdlaforce
Date: 8/31/2021 5:07:41 PM
Status: 
Color: 
Layer: 
Space: 

NTS
STREET C

CONCRETE
TRAVEL LANE

See ECM 2.5.6.H for designing the
raised median for left turn lanes.

If the left turn lane for the middle
access extends through the RIRO
intersection a deviation request is
likely required reducing the
landscape stripe in order to make
room for the 6' raised median
divider.

Unresolved.  Update the street
configuration per the redline
markup.  Double check that the
sum total of all the widths equal 80'.
Update the site plan layout to
match the dimensions on the cross
section.

NTS
STREET CROS

Add the 6' shoulder

ION & LANDSCAPE DETAIL "C"

Add the 6' shoulder

CLASSIFICATION: URBAN NONRESIDENTIAL
CTOR, MODIFIED

Reduce landscape
strip to 5'

Reduce landscape
strip to 5'



Subject: Callout
Page Label: [3] 096956011-PP - DETAIL
Author: dsdlaforce
Date: 8/31/2021 5:07:07 PM
Status: 
Color: 
Layer: 
Space: 

Transition taper to occur at this location from cross
section C-1 to C-2.  Per ECM Table 2-29 the taper
ratio shall be 20:1

Subject: Callout
Page Label: [3] 096956011-PP - DETAIL
Author: dsdlaforce
Date: 8/31/2021 5:13:23 PM
Status: 
Color: 
Layer: 
Space: 

adjust the C&G dimension line to back of curb.
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Space: 

Subject: Highlight
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Author: dsdlaforce
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Status: 
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Layer: 
Space: 

Subject: Highlight
Page Label: [3] 096956011-PP - DETAIL
Author: dsdlaforce
Date: 8/31/2021 5:13:33 PM
Status: 
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Layer: 
Space: 
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Transition taper to occur at this
location from cross section C-1
to C-2.  Per ECM Table 2-29
the taper ratio shall be 20:1

LASSIFICATION: URBAN NONRESIDENTIAL
TOR, MODIFIED

adjust the C&G
dimension line to
back of curb.



Subject: Callout
Page Label: [2] 096956011-PP - PRELIM
Author: dsdparsons
Date: 9/2/2021 1:11:51 PM
Status: 
Color: 
Layer: 
Space: 

RETURN TO COLOR THAT IS LIGHTER AS
PREVIOUSLY SUBMITTED SO ITS EASIER TO
READ LABELS

dsdparsons (3)

Subject: Callout
Page Label: [2] 096956011-PP - PRELIM
Author: dsdparsons
Date: 9/2/2021 1:13:21 PM
Status: 
Color: 
Layer: 
Space: 

LABEL NO RI/RO ALLOWED

Subject: Callout
Page Label: [3] 096956011-PP - DETAIL
Author: dsdparsons
Date: 9/2/2021 1:15:09 PM
Status: 
Color: 
Layer: 
Space: 

NO LANDSCAPE MAY BE IN THE PUBLIC ROW

RETURN TO COLOR
THAT IS LIGHTER
AS PREVIOUSLY
SUBMITTED SO ITS
EASIER TO READ
LABELS

SE

LABEL NO RI/RO
ALLOWED

LOCATED IN

NO LANDSCAPE
MAY BE IN THE
PUBLIC ROW
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