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Engineers: 
 

Core Engineering Group, LLC 
15004 1st Avenue S. 

Burnsville, MN  55306 
Contact:  Richard Schindler, P.E. 

(719) 570-1100 
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 MANAGEMENT PLAN 
 

BLVD CONSTRUCTION 
TO STINGRAY LN. 

 
CDR 18x 

 
Permit  # __________ 

 
ion #  __________ 
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ollowing table summarizes the characteristics of the soil type. 
 3.1:  SCS Soils Survey 

Soil Hydro. 
Group 

Shrink/Swell 
Potential 

Permeability Surface 
Runoff 

Potential 

Erosion 
Hazard 

lendon 
dy Loam  B Moderate Moderate 

Slow to 
Medium 

Moderate 

Manzanola  
 Loam  C High Slow Medium Moderate  

xisting soil types have a moderate potential for erosion which can be mitigated by employing 
priate downstream construction BMP’s before/during/after construction to limit potential 
ts to discharges.  Based upon the location of the different soil types and type of construction, 

ontractor shall employ the most appropriate method of erosion control measures based on 
 Paso County/City of Colorado Springs Drainage Criteria Manual, Vol. 2 or as directed by 
WMP administrator or his representative. 

detailed soils information can be found in the SCS soils survey for El Paso County.     
anola clay loam according to the Soil Survey of El Paso County Area. 

EVELOPED CONDITIONS 

overall drainage concept for Lorson Boulevard Construction  is to direct runoff to new 
at a low point in the street.  The new inlets drain south into Existing Pond C1 for Stormwater 
y and detention prior to discharge into The East Tributary of Jimmy Camp Creek.   

r erosion protection will be installed so no sediment enters the storm sewer system or is 
arged offsite.   

Describe the potential impacts.

See GEC Plan redlines


