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These GEC plan standard notes are not needed
on the Construction Drawings.  The are listed on
the GEC plan. Can remove
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Adjust to meet K value of 37
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Add posted speed 25mph
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Add Plat note that Lot #5 will require an Engineer
approved site plan to include drainage 
Extend drainage easement area to account for 30"
RCP pipe into Lot #4 and ponding area
Show riprap detail
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Recommend adding inlet protection or create a
intercept collection basin
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STANDARD EL PASO COUNTY GRADING & EROSION CONTROL PLAN NOTES
1.  STORMWATER DISCHARGES FROM CONSTRUCTION SITES SHALL NOT CAUSE OR THREATEN TO CAUSE
POLLUTION, CONTAMINATION, OR DEGRADATION OF STATE WATERS. ALL WORK AND EARTH DISTURBANCE SHALL
BE DONE IN A MANNER THAT MINIMIZES POLLUTION OF ANY ON-SITE OR OFF-SITE WATERS, INCLUDING WETLANDS.

2.  NOTWITHSTANDING ANYTHING DEPICTED IN THESE PLANS IN WORDS OR GRAPHIC REPRESENTATION, ALL
DESIGN AND CONSTRUCTION RELATED TO ROADS, STORM DRAINAGE AND EROSION CONTROL SHALL CONFORM
TO THE STANDARDS AND REQUIREMENTS OF THE MOST RECENT VERSION OF THE RELEVANT ADOPTED EL PASO
COUNTY STANDARDS, INCLUDING THE LAND DEVELOPMENT CODE, THE ENGINEERING CRITERIA MANUAL, THE
DRAINAGE CRITERIA MANUAL, AND THE DRAINAGE CRITERIA MANUAL VOLUME 2. ANY DEVIATIONS FROM
REGULATIONS AND STANDARDS MUST BE REQUESTED, AND APPROVED, IN WRITING.

3.  A SEPARATE STORMWATER MANAGEMENT PLAN (SMWP) FOR THIS PROJECT SHALL BE COMPLETED AND AN
EROSION AND STORMWATER QUALITY CONTROL PERMIT (ESQCP) ISSUED PRIOR TO COMMENCING
CONSTRUCTION. MANAGEMENT OF THE SWMP DURING CONSTRUCTION IS THE RESPONSIBILITY OF THE
DESIGNATED QUALIFIED STORMWATER MANAGER OR CERTIFIED EROSION CONTROL INSPECTOR. THE SWMP
SHALL BE LOCATED ON SITE AT ALL TIMES DURING CONSTRUCTION AND SHALL BE KEPT UP TO DATE WITH WORK
PROGRESS AND CHANGES IN THE FIELD.

4.  ONCE THE ESQCP IS APPROVED AND A “NOTICE TO PROCEED” HAS BEEN ISSUED, THE CONTRACTOR MAY
INSTALL THE INITIAL STAGE EROSION AND SEDIMENT CONTROL MEASURES AS INDICATED ON THE APPROVED GEC.
A PRECONSTRUCTION MEETING BETWEEN THE CONTRACTOR, ENGINEER, AND EL PASO COUNTY WILL BE HELD
PRIOR TO ANY CONSTRUCTION. IT IS THE RESPONSIBILITY OF THE APPLICANT TO COORDINATE THE MEETING TIME
AND PLACE WITH COUNTY STAFF.

5.  CONTROL MEASURES MUST BE INSTALLED PRIOR TO COMMENCEMENT OF ACTIVITIES THAT COULD CONTRIBUTE
POLLUTANTS TO STORMWATER. CONTROL MEASURES FOR ALL SLOPES, CHANNELS, DITCHES, AND DISTURBED
LAND AREAS SHALL BE INSTALLED IMMEDIATELY UPON COMPLETION OF THE DISTURBANCE.

6.  ALL TEMPORARY SEDIMENT AND EROSION CONTROL MEASURES SHALL BE MAINTAINED AND REMAIN IN
EFFECTIVE OPERATING CONDITION UNTIL PERMANENT SOIL EROSION CONTROL MEASURES ARE IMPLEMENTED
AND FINAL STABILIZATION IS ESTABLISHED. ALL PERSONS ENGAGED IN LAND DISTURBANCE ACTIVITIES SHALL
ASSESS THE ADEQUACY OF CONTROL MEASURES AT THE SITE AND IDENTIFY IF CHANGES TO THOSE CONTROL
MEASURES ARE NEEDED TO ENSURE THE CONTINUED EFFECTIVE PERFORMANCE OF THE CONTROL MEASURES. ALL
CHANGES TO TEMPORARY SEDIMENT AND EROSION CONTROL MEASURES MUST BE INCORPORATED INTO THE
STORMWATER MANAGEMENT PLAN.

7.  TEMPORARY STABILIZATION SHALL BE IMPLEMENTED ON DISTURBED AREAS AND STOCKPILES WHERE GROUND
DISTURBING CONSTRUCTION ACTIVITY HAS PERMANENTLY CEASED OR TEMPORARILY CEASED FOR LONGER THAN
14 DAYS.

These GEC plan
standard notes are
not needed on the
Construction
Drawings.  The are
listed on the GEC
plan. Can remove

PVI STA = 4+88.08
PVI EL = 7135.04

K = 31.1
205' VC

PV
T 

5+
90

.5
8

EL
=7

13
8.

09

LP STA = 4+98.01
LP EL = 7136.71

0

DOUBLE 24" RCP
w/ FES

INV=7129.68'

89.8 LF DOUBLE
24" RCP @ 3.73%

8'W x 12' L
TYPE M RIPRAP

(SEE DETAIL)

Adjust to meet K
value of 37

SIDEWALKS: WIDTH

LOCATION: Attached
Detached

DESIGN SPEED

CURB TYPE:    A        B         C

ROW WIDTH:                              FL-FL

STREET TYPE:

N/A

N/A

60'

 

RURAL LOCAL

30 MPH

ED ON THE WEST
E NORTHEAST
9, MONUMENTED
NUM CAP
", AND THE AT

M CAP STAMPED
ASSUMED TO
32 FEET.

Add posted speed
25mph

30" RCP DRIVEWAY
CULVERT TO BE INSTALLED
WHEN DRIVEWAY CONSTRUCTED
(BY OTHERS)

Add Plat note that Lot
#5 will require an
Engineer approved
site plan to include
drainage 
Extend drainage
easement area to
account for 30" RCP
pipe into Lot #4 and
ponding area
Show riprap detail

4+00

5+00

DOUBLE 24" RCP
w/ FES
INV=7133.03'

7138

Recommend adding
inlet protection or
create a intercept
collection basin



Subject: Callout
Page Index: 2
Date: 8/31/2022 12:16:59 PM
Author: dsdrice
Color: 
Layer: 
Space: 

Provide mailbox pullout details. Mailbox should not
be in a snow storage area
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Provide specific ditch cross-sections
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Show headwater ponding area and easement
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Provide culvert profiles
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Adjust cul-de-sac grade to meet criteria
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Label existing road grade. Why are there 2 lines?
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Roadside ditches will need permanent erosion
protection. Address in FDR and show on plan and
ditch cross-sections.
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Show and label water lines. Plans with district
approval blocks will be required
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Provide plans for north cul-de-sac also
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