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Traffic Engineer’s Statement

The attached traffic report and supporting information were prepared under my responsible charge
and they comport with the standard of care. So far as is consistent with the standard of care, said
report was prepared in general conformance with the criteria established by the County for traffic
reports.

Dzt LUEn 1012/2026
Brandon Wilson, P.E. #68282 Date

Developer’s Statement

|, the Developer, have read and will comply with all commitments made on my behalf within this report.

J\ \AAIS:L_QJ._{@—
Drew Balsick T

Flying Horse Development
2138 Flying Horse Club Drive
Colorado Springs, CO 80921
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l. Introduction

Project Overview

This Transportation Memorandum is provided as a planning document and addresses the capacity,
geometric, and control requirements associated with the development entitled Flying Horse North
Filing 9. This analysis was prepared in accordance with Appendix B of the County’s Engineering
Criteria Manual (ECM)! to support the Flying Horse North Filing No. 9 PUD & Preliminary Plan Major
Amendment.

This traffic impact study has been revised to address County review comments made to the August
2026 version regarding right-of-way and cross-sectional criteria for Old Stagecoach Road.

This proposed development consists of 11 residential lots designated for single-family detached
homes. The development is located near the southwest corner of Old Stagecoach Road and Allen
Ranch Road in El Paso County, Colorado.

Study Area

The study area to be examined in this analysis encompasses all adjacent roadways, intersections ,and
high-volume access drives, which includes the Allen Ranch Road intersections with Old Stagecoach
Road and the proposed Ace Way.

Figure 1 illustrates location of the site and study intersections.

Site Description

The current overall 2016 Flying Horse North PUD Preliminary Plan allows for construction of 283
residential lots on approximately 1,418 acres of land (PCD File No. PUD162). A Major PUD
Amendment has been approved to increase the density by 16 lots for a gross total of 299 residential
lots (PCD File No. PUDSP252).

Land for the development of Filing 9 is approximately 14 acres in size, currently vacant, and
surrounded by a mix of residential and recreational land uses. The previously approved Flying Horse
North Updated Traffic Impact Analysis (PCD File No. PUD162) had assumed development of 10
single-family detached homes in the same development area as currently proposed with this project.

' El Paso County Engineering Criteria Manual, El Paso County, January 9, 2025.

SM ROCHA, LLC - Traffic & Transportation Engineering Page 1
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It is important to note that within subsequent plans for the area, a resort hotel with supporting casitas
and verandas uses had been proposed. At that time, it is understood that surrounding infrastructure
had been improved to support the anticipated traffic caused by the resort hotel and its supporting
casitas and verandas. These improvements include the widening of Allen Ranch Road along Filing 9's
frontage to accommodate a typical modified urban residential local cross-section.

With development of Flying Horse North Filing 9, a resort hotel and its supporting uses are no longer
being proposed. Instead, the development of Filing 9 is understood to entail the new construction of
11 single-family detached homes. This brings the total gross density for Flying Horse North to 310
residential lots.

Proposed access to the development is general and provided via one full-movement access onto Old
Stagecoach Road via Allen Ranch Road, and a proposed full-movement access onto Allen Ranch
Road via Ace Way.

For purposes of this study, it is anticipated that development construction would be completed by end
of Year 2028.

General site and access locations are shown on Figure 1.

The PUD site plan, as prepared by HR Green, is shown in Figure 2. This plan is provided for illustrative
purposes only.

SM ROCHA, LLC - Traffic & Transportation Engineering Page 2
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Existing and Committed Surface Transportation Network

Within the study area, regional access to the proposed development area is provided by way of Old
Stagecoach Road while local access is provided via Allen Ranch Road. A brief description of each
roadway, based on the County’s Major Transportation Corridors Plan (MTCP)2 and the ECM, is
provided below:

Old Stagecoach Road is an east-west, EI Paso County-owned roadway having two through
lanes (one lane in each direction) with a combination of shared and exclusive turn lanes at the
intersection within the study area. The County’s MTCP categorizes Old Stagecoach Road as
a rural minor collector roadway and accommodates a posted speed limit of 35 MPH. Old
Stagecoach Road ends at Black Forest Road, continuing east as Terra Ridge Circle, and ends
at Shortwall Drive, continuing west as Stagecoach Road.

Allen Ranch Road is a north-south, El Paso County-owned roadway having two through lanes
(one lane in each direction) with shared turn lanes at the intersection within the study area.
Allen Ranch Road is unclassified in the County’s MTCP. However, per Section 2.2.4 of the
County’s ECM and the roadway’s estimated right-of-way (ROW) width, Allen Ranch Road has
an urban residential local roadway classification with a design speed limit of 25 MPH.

All study intersections operate under stop-controlled or roundabout-controlled conditions. A stop-
controlled intersection is defined as a roadway intersection where vehicle rights-of-way are controlled
by one or more “STOP” signs.

No regional or specific improvements for the above-described roadway are known to be planned or
committed at this time. The study area roadways appear to be built to their ultimate cross-sections.

2 E| Paso County Major Transportation Corridors Plan, Felsburg Holt & Ullevig, July 2024.
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Il. Existing Traffic Conditions

Morning (AM) and afternoon (PM) peak hour traffic counts were collected at the intersection of Old
Stagecoach Road with Allen Ranch Road. Average daily traffic (ADT) volumes were collected over a
24-hour period on Old Stagecoach Road. Counts were collected on Thursday, December 12, 2024,
with AM peak hour counts being collected during the period of 7:00 a.m. to 9:00 a.m., and PM peak
hour counts being collected during the period of 4:00 p.m. to 6:00 p.m., and include existing Flying
Horse traffic.

These peak hour and 24-hour traffic volume counts were obtained from the previously approved Flying
Horse North Major PUD Amendment Master Traffic Impact Study3. These referenced counts were then
grown to Year 2026 at a conservative annual growth of three percent. The three percent compounded
annual growth rate was determined using population growth estimates provided by the Pike’s Peak
Area Council of Governments’ (PPACG) 2045 Long Range Transportation Plan4, as well as traffic data
provided by CDOT'’s Online Transportation Information System (OTIS), along the adjacent segment
of State Highway 83. PPACG’s 2045 Long Range Transportation Plan anticipates a 20-year growth
rate between one and two percent, while CDOT’s OTIS anticipates a 20-year growth rate between two
and three percent.

Existing volumes and intersection geometry are shown in Figure 3.

Referenced traffic count data is included for reference in Appendix A.

3 Flying Horse North Major PUD Amendment: Master Traffic Impact Study, SM ROCHA, LLC, January 2026.
4 Moving Forward 2045: Pikes Peak Area Regional Transportation Plan, Pikes Peak Area Council of Governments,
January 2020.

SM ROCHA, LLC - Traffic & Transportation Engineering Page 6
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Peak Hour Intersection Levels of Service - Existing Traffic

The Unsignalized and Roundabout Intersection Analysis techniques, as published in the Highway
Capacity Manual (HCM), 7t Edition, by the Transportation Research Board and as incorporated into
the SYNCHRO computer program, were used to analyze the study intersections for existing and future
traffic conditions. These nationally accepted technique allows for the determination of intersection level
of service (LOS) based on the congestion and delay of each traffic movement, the volume-to-capacity
ratio, and control delay for each approach.

Pursuant to Section B.4.1.A of the County’s ECM, the design objective for each scenario of this study
shall be level of service “D”. Level of service is a method of measurement used by transportation
professionals to quantify a driver's perception of travel conditions that include travel time, number of
stops, and total amount of stopped delay experienced on a roadway network. The HCM categorizes
level of service into a range from “A” which indicates little, if any, vehicle delay, to “F” which indicates
a level of operation considered unacceptable to most drivers. These levels of service grades with brief
descriptions of the operating condition, for unsignalized and signalized intersections, are included for
reference in Appendix B and have been used throughout this study.

The level of service analyses results for existing conditions are summarized in Table 1.

Intersection capacity worksheets developed for this study are provided in Appendix C.

Table 1 - Intersection Capacity Analysis Summary - Existing Traffic

INTERSECTION LEVEL OF SERVICE
LANE GROUPS AM PEAK HOUR PM PEAK HOUR

Old Stagecoach Road / Allen Ranch Road (Roundabout)

Eastbound Through and Right
Westbound Leftand Through
Northbound Leftand Right

Key: Roundabout Intersection: Level of Service

> > >
> > >

Existing Traffic Analysis Results

Under existing conditions, operational analysis shows that the roundabout-controlled intersection of
Old Stagecoach Road with Allen Ranch Road has overall operations at LOS A during the morning and
afternoon peak traffic hours.

SM ROCHA, LLC - Traffic & Transportation Engineering Page 8



Flying Horse North Filing 9 — Transportation Memorandum October 2026

lll. Future Traffic Conditions Without Proposed Development

Background traffic is the traffic projected to be on area roadways without consideration of the proposed
development. Background traffic includes traffic generated by development of vacant parcels in the
area.

To account for projected increases in background traffic for Year 2028, a compounded annual growth
rate was determined using population growth estimates provided by PPACG’s 2045 Long Range
Transportation Plan, as well as traffic data provided by CDOT's OTIS, along the adjacent segment of
State Highway 83. PPACG’s 2045 Long Range Transportation Plan anticipates a 20-year growth rate
between one and two percent, while CDOT’s OTIS anticipates a 20-year growth rate between two and
three percent. Therefore, in order to provide for a conservative analysis, a growth rate of three percent
was applied to existing traffic volumes. This annual growth rate is also considered to be consistent
with long-term regional growth projections and the level of in-fill development expected within the area.

It is important to note that ingress and egress traffic volumes along Allen Ranch Road at Old
Stagecoach Road are not subject to annual growth patterns since this access drive does not provide
connection to other roadways, therefore does not serve regional traffic.

To account for projected traffic from adjacent developments not yet built, trip generation estimates
from traffic studies associated with adjacent future development were added to background traffic
volumes. These future adjacent developments include:

e Flying Horse North Major PUD Amendment
e Flying Horse North Filing 45
e Flying Horse North Filing 56

Pursuant to the area roadway improvements discussed in Section |, Year 2028 background traffic
conditions assume no roadway improvements to accommodate regional transportation demands. This
assumption provides for a conservative analysis.

Projected background traffic volumes and intersection geometry for Year 2028 are shown in Figure 4.

5 Flying Horse North Filing 4: Traffic Generation Analysis, SM ROCHA, LLC, February 2025.
6 Flying Horse North Filing 5: Traffic Generation Analysis, SM ROCHA, LLC, November 2024.

SM ROCHA, LLC - Traffic & Transportation Engineering Page 9
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Peak Hour Intersection Levels of Service - Background Traffic

As with existing traffic conditions, the operations of study intersections were analyzed under
background conditions, without the proposed development, using the SYNCHRO computer program.

Background traffic level of service analysis results for Year 2028 are listed in Table 2.
Definitions of levels of service are given in Appendix B. Intersection capacity worksheets are provided

in Appendix C.

Table 2 - Intersection Capacity Analysis Summary - Background Traffic — Year 2028

INTERSECTION LEVEL OF SERVICE
LANE GROUPS AM PEAK HOUR PM PEAK HOUR

Old Stagecoach Road / Allen Ranch Road (Roundabout)

Eastbound Through and Right
Westbound Leftand Through
Northbound Leftand Right

Key: Roundabout Intersection: Level of Service

> > >
> > >

Background Traffic Analysis Results - Year 2028
Year 2028 background traffic analysis indicates that the roundabout-controlled intersection of Old
Stagecoach Road with Allen Ranch Road continues to offer turning movement operations at LOS A
during the morning and afternoon peak traffic hours.

These intersection operations are similar to existing conditions.

SM ROCHA, LLC - Traffic & Transportation Engineering Page 11
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IV. Proposed Project Traffic

Trip Generation

Standard traffic generation characteristics compiled by the Institute of Transportation Engineers (ITE)
in their report entitled Trip Generation Manual, 12t Edition, were applied to the proposed land use in
order to estimate average daily traffic (ADT), AM Peak Hour, and PM Peak Hour vehicle trips. A vehicle
trip is defined as a one-way vehicle movement from a point of origin to a point of destination.

The ITE land use code 210 (Single-Family Detached Housing) was used for estimating trip generation
because of its best fit to the proposed land use description.

Trip generation rates used in this study are presented in Table 3.

Table 3 - Trip Generation Rates

TRIP GENERATION RATES
ITE 24 AM PEAK HOUR PM PEAK HOUR
CODE LAND USE UNIT HOUR | ENTER EXIT TOTAL | ENTER EXIT TOTAL
210  Single-Family Detached Housing DU 9.09 0.19 0.51 0.70 0.58 0.35 0.93

Key: DU = Dwelling Units.
Note: All data and calculations abov e are subject to being rounded to nearest v alue.

Table 4 illustrates projected ADT, AM Peak Hour, and PM Peak Hour traffic volumes likely generated
by the proposed development upon build-out.

Table 4 - Trip Generation Summary

TOTAL TRIPS GENERATED
ITE 24 AM PEAK HOUR PM PEAK HOUR
CODE LAND USE SIZE HOUR | ENTER EXIT TOTAL | ENTER EXIT TOTAL
210  Single-Family Detached Housing 11 DU 100 2 6 8 6 4 10
Total:] 100 2 6 8 6 4 10

Key: DU = Dwelling Units.
Note: All data and calculations abov e are subject to being rounded to nearest value.

Upon build-out, Table 4 illustrates that the proposed development has the potential to generate
approximately 100 daily vehicle trips with 8 of those occurring during the morning peak hour and 10
during the afternoon peak hour.

SM ROCHA, LLC - Traffic & Transportation Engineering Page 12
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Adjustments to Trip Generation Rates

A development of this type is not likely to attract trips from within area land uses nor pass-by or diverted
link trips from the adjacent roadway system, therefore no trip reduction was taken in this analysis.
Trip Distribution

The overall directional distribution of site-generated traffic was determined based on the location of
development site within the County, proposed and existing area land uses, allowed turning
movements, available roadway network, and in reference to historical traffic count data provided by

CDOT's Traffic Count Database System (TCDS)'.

Overall trip distribution patterns for the development are shown on Figure 5.

Trip Assignment

Traffic assignment is how generated and distributed vehicle trips are expected to be loaded onto the
available roadway network.

Applying trip distribution patterns to site-generated traffic provides the overall site-generated trip
assignments shown on Figure 5.

7 Transportation Data Management System, MS2, 2025.

SM ROCHA, LLC - Traffic & Transportation Engineering Page 13
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V. Future Traffic Conditions With Proposed Development

Total traffic is the traffic projected to be on area roadways with consideration of the proposed
development. Total traffic includes background traffic projections for Year 2028 with consideration of
site-generated traffic. For analysis purposes, it was assumed that development construction would be
completed by end of Year 2028.

Pursuant to area roadway improvement discussions provided in Section lll, Year 2028 total traffic
conditions assume no roadway improvements to accommodate regional transportation demands.
Roadway improvements associated with site development are expected to be limited to site access
and frontage as required by the governing agency.

Total Traffic Auxiliary Lane Analysis

Auxiliary lanes for site development access onto Allen Ranch Road were evaluated based on the
County’s ECM.

Pursuant to Section 2.3.7 of the County’s ECM, left and right turn deceleration lanes are required along
minor arterial and lower classification roadways when the left and right turning volumes exceed 25 and
90 vehicles per hour, respectively.

Therefore, considering development build-out, an evaluation of auxiliary lane requirements reveals
how exclusive left turn and right turn deceleration lanes along Allen Ranch Road are not warranted.

Projected Year 2028 total traffic volumes and intersection geometry are shown in Figure 6.

SM ROCHA, LLC - Traffic & Transportation Engineering Page 15
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Peak Hour Intersection Levels of Service — Total Traffic

As with background traffic, the operations of the study intersections were analyzed under projected
total traffic conditions using the SYNCHRO computer program. The analyses and procedures were
performed in accordance with the latest HCM and are based upon the worst-case conditions that occur
during a typical weekday upon build-out of site development and analyzed land uses. Therefore, study
intersections are likely to operate with traffic conditions better than those described within this study,
which represent the peak hours of weekday operations only.

Total traffic level of service analysis results for Year 2028 are summarized in Table 5.
Definitions of levels of service are given in Appendix B. Intersection capacity worksheets are provided

in Appendix C.

Table 5 - Intersection Capacity Analysis Summary - Total Traffic — Year 2028

INTERSECTION LEVEL OF SERVICE
LANE GROUPS AM PEAK HOUR PM PEAK HOUR
Old Stagecoach Road / Allen Ranch Road (Roundabout)
Eastbound Through and Right A A
Westbound Left and Through A A
Northbound Left and Right A A
Allen Ranch Road / Ace Way (Stop-Controlled)
Eastbound Left and Right A A
Northbound Left and Through A A

Key: Roundabout Intersection: Level of Service
Stop-Controlled Intersection: Level of Service

Total Traffic Analysis Results Upon Development Build-Out

Table 5 illustrates how, by Year 2028 and upon development build-out, the roundabout-controlled
intersection of Old Stagecoach Road with Allen Ranch Road maintains LOS A operations during peak
traffic periods. Compared to the background traffic analysis, the traffic generated by the proposed
development is not expected to significantly change the operations of the study intersection.

The stop-controlled intersection of Allen Ranch Road with Ace Way forecasts turning movement
operations at LOS A during peak traffic periods.

These intersection operations are similar to background conditions.

SM ROCHA, LLC - Traffic & Transportation Engineering Page 17
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VI. Project Impacts

It is emphasized that the analyses and procedures described in this study were performed in
accordance with the latest HCM and are based upon the worst-case conditions that occur during a
typical weekday upon build-out of site development and analyzed land uses. Therefore, study
intersections are likely to operate with traffic conditions better than those described within this study,
which represent the peak hours of weekday operations only.

Development Impacts

Analysis of future traffic conditions indicates that the addition of site-generated traffic is expected to
create no negative impact to traffic operations for the existing and surrounding roadway system upon
roadway and intersection control improvements assumed within this analysis. With all conservative
assumptions defined in this analysis, the study intersections are projected to operate at future levels
of service comparable to background traffic conditions.

Sight Distance and Access Spacing

Pursuant to Section B.2.4.D of the County’s ECM, an assessment of the appropriateness of proposed
access locations was considered.

Table 2-35 of the County’s ECM interprets that 390 feet of entering sight distance is required along
Allen Ranch Road.

The PUD site plan further shows how approximately one-quarter-mile of spacing is being provided
along Allen Ranch Road between Old Stagecoach Road and Ace Way. As a result, proposed site
access drive location serving Filing 9 is believed to be appropriate.

With the understanding that this PUD site plan was prepared in accordance to Section 2.3.6 of the
County’s ECM and Section 9.5.3.2 of the American Association of State Highway and Transportation
Officials’ (AASHTO) A Policy on Geometric design of Highway and Streets (Green Book)8, access
spacing and sight distance along Allen Ranch Road is not expected to be an issue.

A conceptual sight distance exhibit illustrating approximate intersection sight distance triangles is
included for reference in Appendix D.

8 A Policy on Geometric Design of Highways and Streets (7t Edition), American Association of State Highway and
Transportation Officials, 2018.

SM ROCHA, LLC - Traffic & Transportation Engineering Page 18
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Pedestrian and Bicycle Facility Assessment

In accordance with Section B.2.4.D of the County’s ECM, an assessment to adequacy of pedestrian
and bicycle facilities within the study area was considered.

The study area already accommodates pedestrians and bicyclists with attached and detached
sidewalks along either side of Allen Ranch Road.

The proposed development would accommodate pedestrians and bicyclists with attached sidewalks
along either side of Ace Way and connecting to Allen Ranch Road, as well as preservation of the golf
cart paths associated with Flying Horse North Golf Course.

Roadway Signage and Striping

An evaluation of roadway striping was assessed along the study segment of Allen Ranch Road
following guidelines provided by the latest Manual on Uniform Traffic Control Devices (MUTCD)?.

As discussed previously, Allen Ranch Road adjacent to the development site was recently improved
to accommodate a typical modified urban residential local cross-section. As such, pursuant to Section
3B.02 of the MUTCD, Allen Ranch Road is not required to provide yellow center line markings due to
its anticipated ADT being less than 6,000 vehicle trips per day. For these same reasons, white edge
line pavement markings are not warranted pursuant to Section 3.10 of the MUTCD.

Similarly, Ace Way does not require yellow center line markings nor white edge line pavement
markings due to its proposed rural local classification and projected ADT.

No other roadway markings and striping were identified to be warranted.

Recommended Improvements

Roadway and intersection improvement recommendations were assessed pursuant to roadway
descriptions discussed in Section I, projected peak hour traffic volumes, level of service results, and
per requirements defined within the County’s ECM.

Upon development build-out of Filing 9 and considering the projected daily traffic volume along Allen
Ranch Road illustrated in Figure 6 (735 vehicle trips per day), the modified urban residential local
cross-section is considered to be adequate in order to accommodate future traffic demand. Therefore,
no improvements to Allen Ranch Road are being recommended.

9 Manual on Uniform Traffic Control Devices, 11t Edition, Federal Highway Administration, December 2023.
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Figure 6 also illustrates projected 24-hour volumes along Old Stagecoach Road upon development
build-out (1,335 to 1,740 vehicle trips per day (vpd) east and west of Allen Ranch Road, respectively).
With recently completed roadway widening improvements associated with Flying Horse North Filing 1,
Old Stagecoach Road currently provides a rural minor collector cross-section (design ADT of 1,500
vpd per Table 2-5 of the County’s ECM). Also associated with Flying Horse North Filing 1, the El Paso
County Board of County Commissioners (BoCC) approved a deviation for Old Stagecoach Road to
allow its standards for design elements to remain as a Rural Minor Collector with an ADT threshold of
2,200 vpd (PCD File No. DEV1610). As such, since this development area was included within the
2,200 vpd threshold identified within the BoCC-approved deviation, and considering how the
operational analyses performed throughout this study report nothing less than exceptionally favorable
results, no improvements to Old Stagecoach Road are being recommended.

The reasoning to maintain Old Stagecoach Road’s cross-section and design elements as a rural minor
collector roadway is similar to that approved by BoCC, which includes but may not be limited to;

1. Limited number of lots and their access drive locations with respect to adjacent lot access
drives fronting Old Stagecoach Road,

2. Old Stagecoach Road would be single-loaded with no plans to develop additional lots along
the south side of the roadway,

3. A Rural Minor Collector right-of-way and cross-section could accommodate projected traffic
volumes,

4. The remainder of Old Stagecoach Road east of Black Forest Road would have projected
volumes below 1,500 vpd,

5. Due to the number and size of proposed residential lots, parking along Old Stagecoach Road
would rarely occur,

6. Unable to obtain additional right-of-way along Old Stagecoach Road,

7. The Rural Minor Collector roadway classification and its associated design elements are
believed to be more appropriate for the overall development area, whereas a Rural Major
Collector roadway classification increases the design speed, right-of-way width, and cross-
section.

As discussed previously, the Old Stagecoach Road intersection with Allen Ranch Road is expected to
maintain adequate operations during their respective peak traffic hours. As such, no improvements to
the intersection’s current geometric design nor control type are recommended (i.e., provision of
additional approach lanes, auxiliary lanes, bypass lanes, expansion of the roundabout’s inscribed
circle diameter, etc.). Moreover, no additional roadway signage nor striping improvements are
recommended nor identified to be needed in order to meet governing requirements.
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VII. Conclusion

This Transportation Memorandum addressed the capacity, geometric, and control requirements
associated with the development entitled Flying Horse North Filing 9. This analysis was prepared in
accordance with Appendix B of the County’s ECM to support the Flying Horse North Filing No. 9 PUD
& Preliminary Plan Major Amendment. This proposed development consists of 11 residential lots
designated for single-family detached homes and is located near the southwest corner of Old
Stagecoach Road with Allen Ranch Road in El Paso County, Colorado.

The study area examined in this analysis encompassed all adjacent roadways, intersections ,and high-
volume access drives, which includes the Allen Ranch Road intersections with Old Stagecoach Road
and the proposed Ace Way.

Analysis was conducted for critical AM Peak Hour and PM Peak Hour traffic operations for existing
traffic conditions, Year 2028 background traffic conditions, and Year 2028 total traffic conditions.

Analysis of existing traffic conditions indicates that the roundabout-controlled intersection of Old
Stagecoach Road with Allen Ranch Road operates with LOS A turning movement operations during
its respective peak hour periods.

Under Year 2028 background traffic conditions and assuming development of Flying Horse North Filing
4, Filing 5, and the Major PUD Amendment (Filings 6 through 8), operational analysis shows that the
study intersection of Old Stagecoach Road with Allen Ranch Road is projected to maintain LOS A
turning movement operations during peak traffic periods.

Analysis of future traffic conditions indicates that the addition of site-generated traffic is expected to
create no negative impact to traffic operations for the existing and surrounding roadway system upon
roadway and intersection control improvements assumed within this analysis. With all conservative
assumptions defined in this analysis, the study intersections are projected to operate at future levels
of service comparable to Year 2028 background traffic conditions. Proposed site access has long-term
operations at LOS A during peak traffic periods and upon build-out.

Based on recommended roadway and intersection improvements evaluated, no improvements to the
adjacent roadway network were determined to be warranted. Therefore, no improvements associated
with Flying Horse North Filing 9 are being recommended.
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APPENDIX A

Traffic Count Data



c*d Location: 7 ALLEN RANCH RD & OLD STAGECOACH RD AM
-

Date: Thursday, December 12, 2024
Peak Hour: 07:30 AM - 08:30 AM

ALL TRAFFIC DATA SERVICES

(303) 216-2439 .
www.alltrafficdata.net Peak 15-Minutes: 07:30 AM - 07:45 AM
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Note: Total study counts contained in parentheses.

Traffic Counts - Motorized Vehicles

OLD STAGECOACHRD ~ OLD STAGECOACH RD ALLEN RANCH RD ALLEN RANCH RD

Interval Eastbound Westbound Northbound Southbound Rolling  Pedestrian Crossings
Start Time U-Tum Left Thru Right U-Turn Left ThruRight U-Tum Left Thru Right U-Tum Left Thru Right Total Hour West East South North
7:00 AM 0 0 3 0 0 0 2 0 0 0 0 0 0 0 0 0 5 7 0 0 0 0
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Count Total o 0o 1 2 0 1 1B 0 0 2 0 1 0 0 0 0 3 0 0 0 1

Peak Hour o o 4 2 0 1 9 0 0O 1 0 1 0 0 0 0 18 0o 0 0 1




c*d Location: 7 ALLEN RANCH RD & OLD STAGECOACH RD PM
-

Date: Thursday, December 12, 2024
Peak Hour: 04:00 PM - 05:00 PM

ALL TRAFFIC DATA SERVICES

(303) 216-2439 .
www.alltrafficdata.net Peak 15-Minutes:  04:00 PM - 04:15 PM
Peak Hour - Motorized Vehicles Peak Hour - Bicycles Peak Hour - Pedestrians
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Note: Total study counts contained in parentheses.

Traffic Counts - Motorized Vehicles

OLD STAGECOACHRD ~ OLD STAGECOACH RD ALLEN RANCH RD ALLEN RANCH RD
Interval Eastbound Westbound Northbound Southbound Rolling  Pedestrian Crossings
Start Time U-Tum Left Thru Right U-Turn Left ThruRight U-Tum Left Thru Right U-Tum Left Thru Right Total Hour West East South North

4:15PM o o 3 0 1 0 1 0 O 1 0 3 0 0 0 0 9 20 0 0 0 0
4:30 PM o o ¢+ 0 1 0 3 0 ©0 0 0 0 0 0 0 0 5 14 0 0 0 0
4:45 PM 1 0 0 O o0 O 1t O O 1 O0 O ©0 0 0 0 3 11 0 0 0 0
5:00 PM o o 2 1 0 O0 O0 0 O 1 0 0 0 0 0 0 4 13 0 0 0 0
5:15 PM o o0 2 o0 O0 O0 0 0 O0 0 0 0 0 0 0 0 2 0 0 0 0
5:30 PM o o 1 o0 O0 O 1 0 0 O0 0 0 0 0 0 0 2 0 0 0 0
5:45 PM o o 3 o0 ©0 O0 1 0 0 O0 0 1 0 0 0 0 5 0 0 0 0
Count Total 1 0 1% 3 2 0 9 0 0 5 0 4 0 0 0 0 4 0 0 0 0
Peak Hour 1 0 & 2 2 0 7 0 0 4 0 3 0 0 0 0 2 0 0 0 0
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APPENDIX B

Level of Service Definitions



The following information is referenced from the Highway Capacity Manual: A Guide for Multimodal Mobility
Analysis, 7t Edition, Transportation Research Board, 2022: Chapter 19 - Signalized Intersections.

Motorized Vehicle Level of Service (LOS) for Signalized Intersections

Levels of service are defined to represent reasonable ranges in control delay.

LOS A Describes operations with a control delay of 10 s/veh or less and a volume-to-capacity ratio no
greater than 1.0. This level is typically assigned when the volume-to-capacity ratio is low and either
progression is exceptionally favorable or the cycle length is very short. If it is due to favorable progression,
most vehicles arrive during the green indication and travel through the intersection without stopping.

LOS B Describes operations with control delay between 10 and 20 s/veh and a volume-to-capacity ratio no
greater than 1.0. This level is typically assigned when the volume-to-capacity ratio is low and either
progression is highly favorable or the cycle length is short. More vehicles stop than with LOS A.

LOS C Describes operations with control delay between 20 and 35 s/veh and a volume-to-capacity ratio no
greater than 1.0. This level is typically assigned when progression is favorable or the cycle length is moderate.
Individual cycle failures (i.e., one or more queued vehicles are not able to depart as a result of insufficient
capacity during the cycle) may begin to appear at this level. The number of vehicles stopping is significant,
although many vehicles still pass through the intersection without stopping.

LOS D Describes operations with control delay between 35 and 55 s/veh and a volume-to-capacity ratio no
greater than 1.0. This level is typically assigned when the volume-to-capacity ratio is high and either
progression is ineffective or the cycle length is long. Many vehicles stop and individual cycle failures are
noticeable.

LOS E Describes operations with control delay between 55 and 80 s/veh and a volume-to-capacity ratio no
greater than 1.0. This level is typically assigned when the volume-to-capacity ratio is high, progression is
unfavorable, and the cycle length is long. Individual cycle failures are frequent.

LOS F Describes operations with control delay exceeding 80 s/veh or a volume-to-capacity ratio greater
than 1.0. This level is typically assigned when the volume-to-capacity ratio is very high, progression is very
poor, and the cycle length is long. Most cycles fail to clear the queue.

Control Delay LOS by Volume-to-Capacity Ratio?
(slveh) v/c<1.0 vic>1.0

<10 A F
>10-20 B F
>20-35 C F
>35-55 D F
>55-80 E F

> 80 F F

Note: 2For approach-based and intersectionwide assessments, LOS is defined solely by control delay.



The following information is referenced from the Highway Capacity Manual: A Guide for Multimodal Mobility
Analysis, 7t Edition, Transportation Research Board, 2022: Chapter 20 — Two-Way Stop-Controlled
Intersections, Chapter 21 — All-Way Stop-Controlled Intersections, and Chapter 22 - Roundaboults.

Motorized Vehicle Level of Service (LOS) for Unsignalized & Roundabout Intersections

LOS is a quantitative stratification of performance measure(s) representing quality of service. Quality of
service describes how well a transportation facility or service operates from a traveler's perspective. LOS is
measured on an A — F scale, with LOS A representing the best operating conditions from a traveler's
perspective.

Control Delay LOS by Volume-to-Capacity Ratio?
(s/veh) vic<1.0 vic>1.0
0-10 A F

>10-15 B F
>15-25 C F
>25-35 D F
>35-50 E F

> 50 F F

Note: The LOS criteria apply to each lane on a given approach and to each approach on the minor street. LOS is not
calculated for major-street approaches or for the intersection as a whole.
aFor approaches and intersectionwide assessment, LOS is defined solely by control delay.



APPENDIX C

Capacity Worksheets



HCM 7th Roundabout
1: Allen Ranch Road & Old Stagecoach Road

Existing Traffic Conditions
AM Peak Traffic Hour

Intersection

Intersection Delay, s/veh 2.8

Intersection LOS A

Approach EB WB NB
Entry Lanes 1 1 1
Conflicting Circle Lanes 1 1 1
Adj Approach Flow, veh/h 25 21 10
Demand Flow Rate, veh/h 25 21 10
Vehicles Circulating, veh/h 10 7 4
Vehicles Exiting, veh/h 18 7 31
Ped Vol Crossing Leg, #/h 0 0 0
Ped Cap Adj 1.000 1.000 1.000
Approach Delay, s/veh 2.8 28 2.7
Approach LOS A A A
Lane Left Left Left
Designated Moves TR LT LR
Assumed Moves TR LT LR

RT Channelized

Lane Util 1.000 1.000 1.000
Follow-Up Headway, s 2.609 2.609 2.609

Critical Headway, s 4.976 4.976 4.976

A (Intercept) 1380 1380 1380

B (Slope) 1.02e-3 1.02e-3 1.02e-3

Entry Flow, veh/h 25 21 10

Cap Entry Lane, veh/h 1366 1370 1374

Entry HV Adj Factor 0.997 0.990 1.000

Flow Entry, veh/h 25 21 10

Cap Entry, veh/h 1362 1356 1374

VIC Ratio 0.018 0.015 0.007

Control Delay, s/veh 2.8 2.8 2.7

LOS A A A

95th %tile Queue, veh 0 0 0

August 2026

Synchro Report
SM ROCHALLC



HCM 7th Roundabout Existing Traffic Conditions

1: Allen Ranch Road & Old Stagecoach Road PM Peak Traffic Hour
Intersection

Intersection Delay, s/veh 2.8

Intersection LOS A

Approach EB WB NB
Entry Lanes 1 1 1
Conflicting Circle Lanes 1 1 1
Adj Approach Flow, veh/h 33 17 35
Demand Flow Rate, veh/h 33 17 35
Vehicles Circulating, veh/h 9 24 9
Vehicles Exiting, veh/h 32 20 33
Ped Vol Crossing Leg, #/h 0 0 0
Ped Cap Adj 1.000 1.000 1.000
Approach Delay, s/veh 2.8 28 2.8
Approach LOS A A A
Lane Left Left Left
Designated Moves TR LT LR
Assumed Moves TR LT LR

RT Channelized

Lane Util 1.000 1.000 1.000
Follow-Up Headway, s 2.609 2.609 2.609

Critical Headway, s 4.976 4.976 4.976

A (Intercept) 1380 1380 1380

B (Slope) 1.02e-3 1.02e-3 1.02e-3

Entry Flow, veh/h 33 17 35

Cap Entry Lane, veh/h 1367 1346 1367

Entry HV Adj Factor 0.995 0.991 1.000

Flow Entry, veh/h 33 17 35

Cap Entry, veh/h 1360 1334 1367

VIC Ratio 0.024 0.013 0.026

Control Delay, s/veh 2.8 2.8 2.8

LOS A A A

95th %tile Queue, veh 0 0 0
August 2026 Synchro Report

SM ROCHALLC



HCM 7th Roundabout
1: Allen Ranch Road & Old Stagecoach Road

Background Traffic Conditions
Year 2028 - AM Peak Traffic Hour

Intersection

Intersection Delay, s/veh 3.0

Intersection LOS A

Approach EB WB NB
Entry Lanes 1 1 1
Conflicting Circle Lanes 1 1 1
Adj Approach Flow, veh/h 43 76 10
Demand Flow Rate, veh/h 43 7 10
Vehicles Circulating, veh/h 10 7 22
Vehicles Exiting, veh/h 74 25 31
Ped Vol Crossing Leg, #/h 0 0 0
Ped Cap Adj 1.000 1.000 1.000
Approach Delay, s/veh 29 3.1 2.7
Approach LOS A A A
Lane Left Left Left
Designated Moves TR LT LR
Assumed Moves TR LT LR

RT Channelized

Lane Util 1.000 1.000 1.000
Follow-Up Headway, s 2.609 2.609 2.609

Critical Headway, s 4.976 4.976 4.976

A (Intercept) 1380 1380 1380

B (Slope) 1.02e-3 1.02e-3 1.02e-3

Entry Flow, veh/h 43 77 10

Cap Entry Lane, veh/h 1366 1370 1349

Entry HV Adj Factor 0.990 0.983 1.000

Flow Entry, veh/h 43 76 10

Cap Entry, veh/h 1352 1347 1349

VIC Ratio 0.031 0.056 0.007

Control Delay, s/veh 2.9 3.1 2.7

LOS A A A

95th %tile Queue, veh 0 0 0

August 2026

Synchro Report
SM ROCHALLC



HCM 7th Roundabout Background Traffic Conditions

1: Allen Ranch Road & Old Stagecoach Road Year 2028 - PM Peak Traffic Hour
Intersection

Intersection Delay, s/veh 3.1

Intersection LOS

Approach EB WB NB
Entry Lanes 1 1 1
Conflicting Circle Lanes 1 1 1
Adj Approach Flow, veh/h 94 52 35
Demand Flow Rate, veh/h 95 53 35
Vehicles Circulating, veh/h 9 24 71
Vehicles Exiting, veh/h 68 82 33
Ped Vol Crossing Leg, #/h 0 0 0
Ped Cap Adj 1.000 1.000 1.000
Approach Delay, s/veh 3.2 3.0 3.0
Approach LOS A A A
Lane Left Left Left
Designated Moves TR LT LR
Assumed Moves TR LT LR

RT Channelized

Lane Util 1.000 1.000 1.000
Follow-Up Headway, s 2.609 2.609 2.609

Critical Headway, s 4.976 4.976 4.976

A (Intercept) 1380 1380 1380

B (Slope) 1.02e-3 1.02e-3 1.02e-3

Entry Flow, veh/h 95 53 35

Cap Entry Lane, veh/h 1367 1346 1283

Entry HV Adj Factor 0.985 0.984 1.000

Flow Entry, veh/h 94 52 35

Cap Entry, veh/h 1347 1325 1283

VIC Ratio 0.069 0.039 0.027

Control Delay, s/veh 3.2 3.0 3.0

LOS A A A

95th %tile Queue, veh 0 0 0
August 2026 Synchro Report

SM ROCHALLC



HCM 7th Roundabout
1: Allen Ranch Road & Old Stagecoach Road

Intersection

Intersection Delay, s/veh 3.0

Intersection LOS A

Approach EB WB NB
Entry Lanes 1 1 1
Conflicting Circle Lanes 1 1 1
Adj Approach Flow, veh/h 44 77 16
Demand Flow Rate, veh/h 44 78 16
Vehicles Circulating, veh/h 11 11 22
Vehicles Exiting, veh/h 78 27 33
Ped Vol Crossing Leg, #/h 0 0 0
Ped Cap Adj 1.000 1.000 1.000
Approach Delay, s/veh 29 3.1 2.8
Approach LOS A A A
Lane Left Left Left
Designated Moves TR LT LR
Assumed Moves TR LT LR

RT Channelized

Lane Util 1.000 1.000 1.000
Follow-Up Headway, s 2.609 2.609 2.609

Critical Headway, s 4.976 4.976 4.976

A (Intercept) 1380 1380 1380

B (Slope) 1.02e-3 1.02e-3 1.02e-3

Entry Flow, veh/h 44 78 16

Cap Entry Lane, veh/h 1364 1364 1349

Entry HV Adj Factor 0.990 0.983 1.000

Flow Entry, veh/h 44 77 16

Cap Entry, veh/h 1351 1341 1349

VIC Ratio 0.032 0.057 0.012

Control Delay, s/veh 2.9 3.1 2.8

LOS A A A

95th %tile Queue, veh 0 0 0

October 2026

Total Traffic Conditions
Year 2028 - AM Peak Traffic Hour

Synchro Report
SM ROCHALLC



HCM 7th TWSC

2: Allen Ranch Road & Ace Way

Total Traffic Conditions
Year 2028 - AM Peak Traffic Hour

Intersection
Int Delay, siveh 1.2
Movement EBL EBR NBL NBT SBT SBR
Lane Configurations L d B
Traffic Vol, veh/h 6 0 0 9 28 2
Future Vol, veh/h 6 0 0 9 28 2
Conflicting Peds, #/hr 0 0 0 0 0 0
Sign Control Stop Stop Free Free Free Free
RT Channelized - None - None - None
Storage Length 0 - - - - -
Veh in Median Storage, # 0 - 0 0
Grade, % 0 - - 0 0 -
Peak Hour Factor 92 92 92 92 92 92
Heavy Vehicles, % 2 2 2 2 2 2
Mvmt Flow 7 0 0 10 30 2
Major/Minor Minor2 Major1 Major2
Conflicting Flow All 41 32 33 0 - 0
Stage 1 32 - - - - -
Stage 2 10 - -
Critical Hdwy 642 622 4.12 -
Critical Hdwy Stg 1 5.42 - -
Critical Hdwy Stg 2 5.42 - - -
Follow-up Hdwy 3.518 3.318 2.218
Pot Cap-1 Maneuver 970 1042 1579 -
Stage 1 991 - -
Stage 2 1013 - -
Platoon blocked, %
Mov Cap-1 Maneuver 970 1042 1579 -
Mov Cap-2 Maneuver 970 - -
Stage 1 991 - -
Stage 2 1013
Approach EB NB SB
HCM Ctrl Dy, slv 8.74 0 0
HCM LOS A
Minor Lane/Major Mvmt NBL NBTEBLn1 SBT SBR

Capacity (veh/h)

HCM Lane V/C Ratio
HCM Ctrl Dly (s/v)
HCM Lane LOS

HCM 95th %tile Q(veh)

1579 - 970
- 0.007

0 - 87

A - A

0 = 0

October 2026

Synchro Report
SM ROCHALLC



HCM 7th Roundabout Total Traffic Conditions

1: Allen Ranch Road & Old Stagecoach Road Year 2028 - PM Peak Traffic Hour
Intersection

Intersection Delay, s/veh 3.2

Intersection LOS A

Approach EB WB NB
Entry Lanes 1 1 1
Conflicting Circle Lanes 1 1 1
Adj Approach Flow, veh/h 98 54 39
Demand Flow Rate, veh/h 100 55 40
Vehicles Circulating, veh/h 11 28 71
Vehicles Exiting, veh/h 72 83 40
Ped Vol Crossing Leg, #/h 0 0 0
Ped Cap Adj 1.000 1.000 1.000
Approach Delay, s/veh 3.3 3.0 3.1
Approach LOS A A A
Lane Left Left Left
Designated Moves TR LT LR
Assumed Moves TR LT LR

RT Channelized

Lane Util 1.000 1.000 1.000
Follow-Up Headway, s 2.609 2.609 2.609

Critical Headway, s 4.976 4.976 4.976

A (Intercept) 1380 1380 1380

B (Slope) 1.02e-3 1.02e-3 1.02e-3

Entry Flow, veh/h 100 55 40

Cap Entry Lane, veh/h 1364 1341 1283

Entry HV Adj Factor 0.976 0.984 0.975

Flow Entry, veh/h 98 54 89

Cap Entry, veh/h 1332 1320 1251

VIC Ratio 0.073 0.041 0.031

Control Delay, s/veh 3.3 3.0 3.1

LOS A A A

95th %tile Queue, veh 0 0 0
October 2026 Synchro Report

SM ROCHALLC



HCM 7th TWSC

2: Allen Ranch Road & Ace Way

Total Traffic Conditions
Year 2028 - PM Peak Traffic Hour

Intersection
Int Delay, siveh 0.5
Movement EBL EBR NBL NBT SBT SBR
Lane Configurations L d B
Traffic Vol, veh/h 4 0 0 32 30 6
Future Vol, veh/h 4 0 0 32 30 6
Conflicting Peds, #/hr 0 0 0 0 0 0
Sign Control Stop Stop Free Free Free Free
RT Channelized - None - None - None
Storage Length 0 - - - - -
Veh in Median Storage, # 0 - 0 0
Grade, % 0 - 0 0 -
Peak Hour Factor 92 92 92 92 92 92
Heavy Vehicles, % 2 2 2 2 2 2
Mvmt Flow 4 0 0 3 33 7
Major/Minor Minor2 Major1 Major2
Conflicting Flow All 136 39 0 - 0
Stage 1 36 - - - - -
Stage 2 35 - -
Critical Hdwy 642 622 412 -
Critical Hdwy Stg 1 5.42 - -
Critical Hdwy Stg 2 5.42 - - -
Follow-up Hdwy 3.518 3.318 2.218
Pot Cap-1 Maneuver 934 1037 1571 -
Stage 1 987 - -
Stage 2 988 - -
Platoon blocked, %
Mov Cap-1 Maneuver 934 1037 1571 -
Mov Cap-2 Maneuver 934 - -
Stage 1 987 - -
Stage 2 988
Approach EB NB SB
HCM Ctrl Dy, slv 8.87 0 0
HCM LOS A
Minor Lane/Major Mvmt NBL NBTEBLn1 SBT SBR

Capacity (veh/h)

HCM Lane V/C Ratio
HCM Ctrl Dly (s/v)
HCM Lane LOS

HCM 95th %tile Q(veh)

1571 - 934
- 0.005

0 = B

A - A

0 = 0

October 2026

Synchro Report
SM ROCHALLC



APPENDIX D

Conceptual Sight Distance Exhibit



LEGEND

Areas Within Site
Distance Triangle
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Obstructions

FLYING HORSE NORTH FILING 9
Conceptual Sight Distance Exhibit October 2026
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APPENDIX E

Old Stagecoach Road - Approved Right-Of-Way Deviation



Development Services Department
2880 International Circle
Colorado Springs, Colorado 80910

Phone: 719.520.6300
Fax: 719.520.6695
Website www.elpasoco.com

DEVIATION REVIEW
AND DECISION FORM
Procedure # R-FM-051-07

Issue Date: 12/31/07

Revision Issued: 00/00/00
DSD FILE NO.:

General Property Information:

Address of Subject Property (Street Number/Name): nfa
Tax Schedule ID(s) #:6100000527, 6100000526

Legal Description of Property:

TRIN SECS 34 & 35-11-66 DESC AS FOLS: BEG AT NE COR
SD SEC 35, TH S 00<14'34" E 523.85 FT, TH ALG ARC OF
CUR TO THE L HAVING A RAD OF 535.0 FT A C/A OF
38<24'48" WHICH CHORD BEARS S 33<(01'61" W 358.69 FT,
TH S 84<37'03" W 175.44, TH ALG ARC OF CUR TO THE R
HAVING A RAD OF 615.0 FT A C/A OF 11<13'69"A DIST OF
120.57 FT, TH N 84<08'58" W 684.98 FT, TH ALG ARC OF
CUR TO THE R HAVING A RAD OF 615.0 FT A C/A OF
25<13'51" A DIST OF 270.82 FT, N 58<55'07" W 166.51

FT, TH ALG ARC OF CUR TOTHE L HAVING A RAD OF 535.0 FT
A C/A OF 31<18'40" A DIST OF 292.37 FT, S 89<45'13"W
1674.58 FT, TH ALG ARC OF CUR TO THE L HAVING A RAD OF
1960.0 FT A C/A OF 24<52'43" A DIST OF 851.06 FT, THS
64<53'30" W 459.47 FT, TH ALG ARC OF CURTO THER
HAVING A RAD OF 1040.0 FT A C/A OF 21<22'27" A DIST OF
387.97 FT, TH S 86<15'67" W 645.0 FT M/L, TH RUN NLY
655.0 FT M/L TO A PT ON THE NLY LN OF SEC 34, THN
89<46'13" E 2660.56 FT, N 89<45'60" E 2048.33 FT, N
44<21'15" E 120.12 FT, N 27<42'44" E 30.37 FT, N

83<51'56" E 62.76 FT, S 79<32'21"E69.45FT, S

46<40'23" E 153.82 FT N 89<48"0" E 270.47 FT TO POB

TR IN NE4 SEC 34-11-66 DESC AS FOLS: BEG AT NE4 SD SEC
34, TH N 89<57'36" W 635.0 FT M/L FOR POB, TH RUN SLY
6,550 FT MIL, S 86<15'67" W 47.0 FT MIL, TH ALG ARC OF
CUR TO THE L HAVING A RAD OF 535.0 FT A C/A OF
51<05'38" A DIST OF 477.09 FT, TH S 35<10'18" W 291.93

FT, TH ALG ARC OF CUR TO THE R HAVING A RAD OF 615.0
FT A C/A OF 53<07'49" A DIST OF 570.29FT, THS

88<18'07" W 160.75 FT TO A PT ON THE ELY R/W LN OF HWY
83, N 01<41'53: W 80.0 FT TO SWLY COR LOT 1 WESTCOTT
FIRE STATION NO 3, TH N 88<18'07" E 165.75 FT, THALG
ARC OF CUR TO THE L HAVING A RAD OF 460.0 FT A C/A OF
54<10'43" A DIST OF 434.97 FT, TH ALG ARC OF CUR TOTHE
R HAVING A RAD OF 560.0 FT A C/A OF 15<19'05" A DIST

OF 149.72 FT, TH N 38<00'00" W 141.67 FT, S 88<20'00"

W 587.56 FT TO A PT ON ELY R/W LN SD HWY 83, N
01<41'53" W 446.49 FT, N 00<02'53" W 245.49 FT, TH ALG
ARC OF CUR TO THE R HAVING A RAD OF1380.65 FT WHICH
CHORD BEARS S 87<06'46" E 181.38 FT, TH N 89<54'54" E
584.61 FT, S 89<57'36" E 720.0 FT M/IL TO POB

El Paso County Procedures Manual
Procedure # R-FM-051-07

Issue Date: 12/31/07

Revision Issued: 00/00/00

Approved for consideration
by the BOCC

10/21/2016 9:19:02 AM



DEVIATION REVIEW AND DECISION
Page 2 of 5

Subdivision or Project Name: Flying Horse at Shamrock Ranch

Section of ECM from Which Deviation is Sought: 2.3.2 Design Standards by Functional Classification - Table 2-5 for
a Rural Major Collector Roadway: 1) Minimum Centerline Curve Radius; 2) "Access Permitted," 3) Intersection
Spacing; 2.3.4.A Vertical Curves.

Specific Criteria from Which a Deviation is Sought: The applicant requests use of Rural Minor Collector standards for
the design elements of a Major Collector listed above from Table 2-5: Minimum Centerline Curve Radius, "Access
Permitted," and Intersection Spacing; the applicant requests use of the Rural Minor Collector standard design speed
for Vertical Curves per section 2.3.4.A,

Proposed Nature and Extent of Deviation: Given the challenging topography, the applicant requests modification to
the above-listed design elements to be designed to Rural Minor Collector standards. Regarding the request for
access, the length of the lot frontage through the two sections with direct lot access would be 315 feet, 305 feet, and
532 feet for the westernmost three lots proposed with direct frontage, and 921 feet, 550 feet, and 415 feet on the
three lots just west of the proposed roundabout.

Regarding the driveway access for the six lots planned to front this roadway, the driveways entering Stagecoach will
be limited and consolidated as much as is reasonable but will be determined by natural grade, drainage, and access
sight distance. The locations will be determined with the plot plans and the building pads. There are a limited number
of lot driveways shown for Stagecoach, which is comparable to other roads and areas within the county. The
capability for vehicles to turn around on the lots will be provided such that backing maneuvers out of the driveways
would not be necessary. This would be a requirement written into the HOA covenants including the regulation of “no
backing onto the public roadway.”

Per the County Engineer, the modification will be to allow direct lot access only for those lots where access to
Stagecoach Road is the only option. Circular/horseshoe driveways will not be allowed.

Applicant Information:

Applicant: PRI #2, LLC Email Address: DrewB@classichomes.com
Applicantis: _ X__ Owner Consultant Contractor

Mailing Address: 6385 Corporate Drive, Colorado Springs State: CO Postal Code: 80919
Telephone Number:785-3237 Fax Number:

Engineer Information:

Engineer: Jeffery C. Hodsdon, P.E., P.T.O.E. Email Address: jeff@lsctrans.com

Company Name: LSC Transportation Consultants, Inc.

Mailing Address: 545 E Pikes Peak Ave, Suite 210, Colorado Springs State: CO Postal Code: 80903
Registration Number: 31684 State of Registration: Colorado
Telephone Number: (719) 633-2868 Fax Number: (719) 633-5430

Explanation of Request (Attached diagrams, figures and other documentation to clarify request):

Section of ECM from Which Deviation is Sought: 2.3.2 Design Standards by Functional Classification - Table 2-5 for
a Rural Major Collector Roadway: 1) Minimum Centerline Curve Radius; 2) "Access Permitted;" 3) Intersection
Spacing; 2.3.4.A Vertical Curves.

Specific Criteria from Which a Deviation is Sought: The applicant requests use of Rural Minor Collector standards for
the design elements of a Major Collector listed above from Table 2-5: Minimum Centerline Curve Radius, "Access
Permitted," and Intersection Spacing; the applicant requests use of the Rural Minor Collector standard design speed
for Vertical Curves per section 2.3.4.A,

Proposed Nature and Extent of Deviation: Given the challenging topography, the applicant requests modification to
the above-listed design elements to be designed to Rural Minor Collector Standards. Regarding the request for
access, the length of the lot frontage through the two sections with direct lot access would be 315 feet, 305 feet, and

El Paso County Procedures Manual
Procedure # R-FM-051-07

Issue Date: 12/31/07

Revision Issued: 00/00/00
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DEVIATION REVIEW AND DECISION
Page 3 of &

532 feet for the wasternmost three lots proposed with direct frontage, and 921 feet, 550 feet, and 415 festonthe
three lots just west of the proposed roundabout.

Regarding the driveway access for the six lots planned to front this roadway, the driveways entering Stageceach will
be limited and consoclidated as much as is reasonable but will be determined by natural grade, drainage, and access
sight distance. The locations will be determined with the plot plans and the building pads. Each driveway would be
required to obtain a driveway pemit, provide the required sight distance, and other requirements of section 2.4.1.
There are a limited number of lot driveways shown for Stagecoach, which is comparable fo other roads and areas
within the county. The capability for vehicles to turn around on the lots will be provided such that backing maneuvers
out of the driveways would not be necessary. This would be a requirement written into the HOA covenants including
the regulation of "no backing onto the public roadway.”

Per the County Engineer, the modification will be to allow direct lot access only for those lots where access to
Stagecoach Road is the only option. Circular/horseshoe driveways will not be allowed.

Reason for the Requested Deviation: The modification is requested due to the challenging topography and the
narrow site boundary/dimensions through this section of the site.

Comparison of Proposed Daviation to ECM Standard: For the above-referenced design slement, the difference is
between the Rural Minor Collector standards and the Rural Major Collector standards.

Applicable Regional or Natienal Standards used as Basis:

Application Consideration:
CHECK IF APPLICATION
MEETS CRITERIA FOR
CONSIDERATION

O The ECM standard is
inapplicable to a particular
situation.

Topography, right-of-way, or
other geographical conditions or
impediments impose an undue
hardship on the applicant, and an
equivalent alternative that can
accomplish the same design
objective is available and does not
compromise public safety or
accessibility.

El Paso County Procedures Manual
Procedure # R-FM-051-07

lssue Date: 12/31/07

Revision [ssued: 00/00/00

DSD File No,

JUSTIFICATION

Given the challenging site topography, the request is to allow application of
Rural Minor Collector standards for the following design elements from Table 2-
5: Minimum Centerline Curve Radius, "Access Permitted,” and Intersaection
Spacing; the applicant requests use of the Rural Minor Collector standard
design speed for Vertical Curves per section 2.3.4.A,

+ There would be a limited number of lots proposed to front this roadway and all
would be on one side (the nerth side) of the roadway.

» The roadway would be single-loaded with no plans to develop lots along the
sauth side of the roadway.

» The six lots planned to front this roadway directly would provide the capability
for vehicles 1o turn around on the lots such that backing maneuvers out of the
driveways would not be necessary. This would be a requirement written into the
HOA covenants including the regulation of "no backing onto the public
roadway.”

- Regarding the driveway access for the six lots planned to front this roadway,
the driveways entering Stagecoach will be limited and consolidated as much as
is reasonable but will be determined by natural grade, drainage, and access
sight distance, The locations will be determined with the plot ptans and the
building pads. Each driveway would be required to obtain a driveway permit,
provide the required sight distance and other requirements of section 2.4.1.
There are a limited number of lot driveways shown for Stagecoach, which is
comparable to other roads and areas within the county.

- Par the County Engineer, the modification will be to allow direct lot access
only for those lots where access to Stagecoach Roead is the only

option. Circular/horseshoe driveways will not be allowed.



DEVIATION REVIEW AND DECISION
Page 4 of 5

{1 A change to a standard is
required to address a specific
design or construction problem,
and if not modified, the standard
will impose an undue hardship on
the applicant with little or no
material benefit to the public.

If at least one of the criteria listed above is not met, this application for deviation cannot be considered.

Criteria for Approval:
PLEASE EXPLAIN HOW EACH OF THE FOLLOWING CRITERIA HAVE BEEN SATISFIED BY THIS REQUEST

The request for a deviationis not  Ses naxi paragraph.
based exclusively on financial
considerations.

The deviation will achieve the The request to allow application of Rural Minor Collector standards for the
intended resuit with a comparable  specified design elements from Table 2-5 would be consistent with respect to
or superior design and quality of that classification whila the remainder of the roadway elements would remain as
improvement, per the Rural Major Collector. Regarding the driveway access for the six lots
planned to front this roadway, the driveways entering Stagecoach will be limited
and consolidated as much as is reasonable but will be determined by natural
grade, drainage, and access sight distance. The locations will be determined
with the plot plans and the building pads. There are a limited number of lot
driveways shown for Stagacoach, which is comparable to other roads and
areas within the county.
- Par the County Engineer, the modification will be to aliow direct lot access
only for those lots where access te Stagecoach Road is the only opfion,
Circularfhorseshoe driveways will not be allowed.

The deviation will not adversely The modified design elements would be consistent with the Rural Minar

affect safety or operations. Collector standards, so if the county decides to post either curve warning sign
or posted speed limit consistert with the Minor Collector, all modified design
elements would be appropriate for the reduced design speed. The capability for
vehicles to turn around on the lots will be provided such that backing
maneuvers out of the driveways would not be necessary. This would be a
requirement written into the HOA covenants including the regulation of "no
backing onto the public roadway.” Each driveway would be required to obtain a
driveway permit, provide the required sight distance and other requirements of

section 2.4.1.
The deviation will not adversely The proposed cross section would be the same as the standard cross section,
affect maintenance and its
associated cost.
The deviation will not adversely The requested modifications to design elements would result in improve
affect assthetic appearance. aesthetics as they would have less impact on the existing terrain.
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DEVIATION REVIEW AND DECISION
Péage 6 of &

Owner, Applicant and Engineer Daclaration:

To the best of my knowladge, the Information on this application and all addltlonal or supplemental documentation ls
true, factual and complete. | am fully aware that any misrepresentation of any information on this application may be
grounds for denlal, | have famillarized mysalf with the rules, regulations and procedures with respect to preparing and
flling this application. | also understand that an incorract submittal will be cause to have the project removed from the
agenda of the Planning Comnilsalon, Board of County Commissloners andfor Board of Adjustment or delay review,
and that any approval of this application Is based on the representalions made In the application and may be revoked
onfany bragaoh of representation or condition(s) of approval,

A1\
Slgnatie of owner (or authorZad ljepreaenlaﬂvo) Date “
Signature of applicant (if differant from owner) Dale
W /c/ 7/ 76

. @@l&n neer Date

Englneer's Seal )

Review and Recommendatlon:

APPROVED by the ECM Administrator

Date

This requm has been determined to have met tho criterla for approval. A.devlatlon from Section
of ECM is hareby granted based on the lusilﬁcaﬂon provided. Comments:

— Additional comments or information are attached.

DENIED by the ECM Adminjetrator

Data

This requast has baen determinad not to have met crilaria for approval, A deviation from Saction
of ECM Is hereby denled, Comments:

Additional comments or Information are attached.

El Paso County Procedures Manual

Procedure # R-FM-051-07

lesue Date; 12/31/07 -

Revislon lasued; 00/00/00 ‘
DSD Fila No.
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Development Services Department [}
2880 International Circle A
Colorado Springs, Colorado 80910

EVIAT N R
ND DECISION FORM

Phone: 719.520.6300

Fax: 719.520.6695 Procedure # R-FM-051-07
Website www.elpasoco.com Issue Date: 12/31/07
Revision Issued: 00/00/00
DSD FILE NO.:
General Property Information: . "
Address of Subject Property (Street Number/Name):N/A Approved for consideration
Tax Schedule ID(s)#5100000334 plus other adjacent parcels by the BOCC
Legal Description of Property: NW4, NW4NE4, S2NE4, NW4SW4 SEC 31-11-65 10/24/2016 1:59:52 PM

Subdivision or Project Name: Flying Horse North at Shamrock Ranch

Section of ECM from Which Deaviation is Sought: 2.2.5.B.1 Rural and Urban Principal Arterial and Rural Minor Arterial
Access Criteria Spacing.

Specific Criteria from Which a Deviation is Sought: Spacing of roads accessing a principal arterial or rural minor
arterial that will result in a full-movement intersection shall be planned at one-half mile (one-quarter mile for rural
minor arterials).

Proposed Nature and Extent of Deviation: The modification is requested to allow a proposed full-movement access to
Black Forest Road (Rural Minor Arterial) 725 feet south of Black Forest Road/Terra Ridge Circle (south). This is 595
feet closer than the required one-quarter mile (1,320 feet) spacing. However, this would create two offset “T"
intersections instead of one four-leg intersection, which in this situation would be preferable from a traffic operations
and safety standpoint. The applicant will provide future access for parcel 5100000080 if/when the parcel is
subdivided to eliminate the need for a continued access to Black Forest Road in the current driveway location.

Applicant Information:

Applicant: PRI #2, LLC Email Address: DrewB@classichomes.com
Applicantis: __X__ Owner Consultant Contractor

Mailing Address: 6385 Corporate Drive, Colorado Springs State: CO Postal Code: 80919
Telephone Number: (719) 785-3237 Fax Number:

Engineer Information:

Engineer: Jeffrey C. Hodsdon, P.E., P.T.O.E. Email Address: jeff@LSCtrans.com

Company Name: LSC Transportation Consultants, Inc.

Mailing Address: 545 E Pikes Peak Ave, Suite 210, Colorado Springs  State: CO Postal Code: 80903
Registration Number: 31684 State of Registration: Colorado
Telephone Number: (719) 633-2868 Fax Number; (719) 633-5430

Explanation of Request (Attached diagrams, figures and other documentation to clarify request):
Section of ECM from Which Deviation is Sought: 2.2.5.B.1 Rural and Urban Principal Arterial and Rural Minor Arterial
Access Criteria Spacing.

Specific Criteria from Which a Deviation is Sought: Spacing of roads accessing a principal arterial or rural minor
arterial that will result in a full-movement intersection shall be planned at one-half mile (one-quarter mile for rural
minor arterials).

Proposed Nature and Extent of Deviation: Please refer to the attached intersection/access spacing and sight distance
exhibits. Proposed full-movement access to Black Forest Road (Rural Minor Arterial), 725 fest south of Black Forest
Road/Terra Ridge Circle (south). This is 595 feet closer than the required one-quarter mile (1,320 feet) spacing.
However, this would create two offset "T" intersections instead of one four-leg intersection, which in this situation
would be preferable from a traffic operations and safety standpoint. The applicant will provide future access for parcel

El Paso County Procedures Manual
Procedure # R-FM-051-07

Issue Date: 12/31/07

Revision Issued: 00/00/00



DEVIATION REVIEW AND DECGCISION
Page 2 of 4

5100000080 ifiwhen the parcel Is subdivided to eliminate the need for a continued access to Black Forest Road in the
currént driveway lacation.

Reason for the Requested Deviation: The modification is required for the access location to be permitted at the
requested location because the proposed spacing would result in less than the prescribed one-quarter mile spacing,
Also, the ECM does not have a provision for use of an offset T intersection configuration instead of one four-leg
intersaction. Overall, the proposed offset T intersection access configuration would be preferable to a four-leg
intersection at the bottom of a seven percent downgrade. The location for the access has been selected because of
this and because It would result in a more than adequate intersection and stopping sight distance and shorter vehicle
stopping distance when compared to the location across from Terra Ridge Circle (south) with the access proposed
for the crest vertical curve instead of the boftom of the vertical curve.

Comparison of Proposed Deviation to ECM Standard: The access is proposed to be 595 feet closer than the required
one-quarter mile {1,320 feet) spacing to the intersection to the north and about 430 feet closer than the quarter-mile
spacing to the south.

Applicable Regional or Nationa! Standards used as Basis: NCHRP 500 Strategy 17.1 B.5.

Application Consideration:
CHECK IF APPLICATION MEETS CRITERIA
FOR CONSIDERATION

0 The ECM standard is inapplicable to a
particular situation.

JUSTIFICATION

X Topography, right-of-way, or other
geographical conditions or impediments impose

The location for the access has been selected as the preferred
location for sevaral reasons. It would result in a more than

an undue hardship on the applicant, and an
equivalent alternative that can accomplish the
same design objective Is available and does not
compromise public safety or accessibility.

O A change to a standard is required to address

a specific design or construction problem, and if
not modified, the standard will impose an undue

hardship an the applicant with little or no material

benefit fo the public.

adeguate intersaction and stopping sight distance and shorter
vehicle stopping distance when compared to the location across
from Terra Ridge Circle (south) with the access proposed for the
crest of the vertical curve instead of the bottom of the vertical
curve. The access placement in this location would not interfere
with any existing or proposed auxlliary turn lanes. The access
spacing north to Terra Ridge Circle (south) and south to Country
Estates Lane would be sufficient for safe operations and turning
movements. This access would not require any auxiliary turn
lanes. Also, a significant benefit to the request would be that the
intersaction would be a T intersection configuration and the
existing intersection to the north would also remaina T
intersection. The T intersection configurations would have fewer
vehicle conflicts than a four-leg intersection at Terra Ridge Circle
{south). The current left turn from existing Terra Ridge Circle
{south) would have lower delay and the intersection would have
significantly fewer conflict points than if a four-leg intersection
were created at this location.

If at Isast one of the criteria listed above is not met, this application for deviation cannot be considered.

Criteria for Approval:

PLEASE EXPLAIN HOW EACH OF THE FOLLOWING CRITERIA HAVE BEEN SATISFIED BY THIS REQUEST

The request for a deviation is not based
exclusively on financial considerations.

El Paso County Procedures Manual
Procedure # R-FM-051-07
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Revision Issued: 00/00/00

DSD File No.

See the following paragraph.



The deviation will achieve the intended result with
a comparable or superior design and quality of
improvement. The deviation will not adversely
affact safety or operations.

The deviation will not adversely affect
maintenance and its assoclated cost.

The deviation will not adversely affect assthetic
appearance.

El Paso County Procedures Manual
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lssue Date: 12/31/07

Revision [ssued: 00/00/00
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DEVIATION REVIEW AND DECISION
Page 3 of 4

Please refer to the attached intersectionfaccess spacing and
sight distance exhibits. The location for the access has been
selected because it would resuit in a more than adequate
intersection and stopping sight distances and shorter vehicle
slopping distance when compared to the location across from
Terra Ridge Circle (south) with the access proposed for the
crest of the vertical curve instead of the bottom of the vertical
curve, The access placement in this location would not interfere
with any existing or proposed auxiliary turn lanes. The access
spacing north to Terra Ridge Circle (south) and south to
Country Estates Lane would be sufficient for safe operations
and turning movements. This access would not require any
auxiliary turn lanes. Also, a significant benefit to the request
would be that the intersection would be a T intersection
configuration and the existing intersection to the north would
also remain a T intersection. The offset T intersection
configurations would have far fewer vehicle conflicts than a
four-leg intersection at Terra Ridge Circle (south}. Accerding to
NCHRP 500 Strategy 17.1. B4, {conversion of a 4-legged
intersection to two offset T intersections), collision rates at a
pair of two offset T intersections have been shown to have
crash ratas of 37 to 43 percent of the rates at a single, four-leg
intersection with four approaches. There are certain conditions
when offset T intersections should not be implemented, but for
intersections such as the proposed intersection with what would
be very low straight through volumes on the minor street, the
offset T would be a better sclution. Overall, the proposed offset
T intersection access configuration would be preferable to a
four-leg intersection created at the bottom of a seven percent
downgrade. The provision for a shorter vehicle stopping
distance with an uphill grade on the approach to an intersection
would be preferable.

The applicant will provide future access for parcel 5100000080
iffwhen the parcel is subdivided to eliminate the need for a
continued access to Black Forest Road in the current driveway
locaticn.

N/A

N/A



DEVIATION REVIEW AND DECISION
Page 4 of 4

Qwner, Applicant and Englnger Declaration:

Ta the best of my knowledge, the Information on this applloation and all additional or supplemental documentation is
true, factual and complete. | am fully aware that eny misrepresantation of any Information on thia application may be
grounds for denlal. | have famillarized myself with the rules, regulations and procedures with raspsct to preparing and
filing this application. | also understand that an incorrect submittal will be cause to have the project removed from the
agenda of the Planning Gommisslan, Board of County Commlssioners and/or Board of Adjugiment or delay review,
and that any approval of this application is based on the representations made in the application and may be revoked

0 ny_breaeh of rapresantation or candilion(s) of approval.
\b - :a - 5#
Date

Signature of owner (or authorized representative)

Signature of applicant (if different from owner) Date
| - /0-2%
/
iana ngfcer ‘ Date J

Englinesr's Seal

Review and Recommendation:
APPROVED by the ECM Administrator

AL -
A ST

This request has-besn defermined to have met the criteria for-approval. A deviation from Ssctlon
_of ECM Is herahy granted based on the justification provlded: Comments:

—_ Additlonal comments or Information are attached.

DENIED by the ECM Administrator

Date

Thla request has been determined not to hava met criteria for approval. A deviation from Sectlon
of ECM s hereby denled. Comments: ’ :

. Additional comments or informatfon are attached.
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Figure 1
Black Forest Road Intersection/Access Spacin

Flying Horse North (LSC #164050)




Appiivintite Sake
Seale =04

Existing Available Sight Distance >0.25mi

Required Intersection Sight Distance (5559

. Require stopping Sight Distance
425)

i
Required stopping Sight Distance
(510%(7% Grade)

Required Inferseelion Sight Distance (5459

= Required inlersection sight
distance for passenger cars
= Field meosured sight distance

= Required slopping sight distonce

Apprimyfe Skt
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Requirgd Intesection Sight Distance (5559

Required stapping Sight Distance
(382)(7% Crade)
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Figure 2

Sight Distance for Black Forest Road

Flying Horse North (LSC #164050)
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