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Plant name: MARKSHEFFEL READY MIX
Plant no.: 916
Address: 3555 MARKSHEFFEL RD, COLORADO SPRINGS CO 80922-1901

QTYQTY CUST. DESCR.CUST. DESCR. DESCRIPTIONDESCRIPTION CODECODE SLUMPSLUMP
6.25 CY CITY 4000 3/4 AGG 0.45 

W/C AE
CITY MIX 4000 3/4 AGG 0.45 
W/C AE

T140821
10

4

MIXMIX

INSTRUCTIONSINSTRUCTIONS

MARKSHEFFEL SOUTH, WEST ON BRADLEY SOUTH ON LEGACY HILL STREIGHT THRU R
OUND ABOUT FIRST EAST TURN

EXTRA CHARGESEXTRA CHARGES

QTY DESCRIPTION
1.00 CY1.00 CY FUEL CHARGE PER LOAD $15FUEL CHARGE PER LOAD $15

BATCH WEIGHTSBATCH WEIGHTS

MATERIAL DESIGN QTY REQUIRED BATCHED VARIATION MOISTURE
WRA 24.44 oz 152.75 oz 152 oz -0.49 %-0.49 % -
AEA 2.5 oz 15.63 oz 16 oz 2.4 %2.4 % -
3/4"AGG 1680 lb 10552.76 lb 10480 lb -0.69 %-0.69 % 0.5 %
SAND 1290 lb 8482.58 lb 8480 lb -0.03 %-0.03 % 4.95 %
WATER 33 gl 145.15 gl 141 gl -2.86 %-2.86 % -
CEM595 611 lb 3818.75 lb 3850 lb 0.82 %0.82 % -

WATER CONTENTWATER CONTENT

MATERIAL REQUIRED BATCHED TO ADD
W/C ratio 0.451 0.447 -
Water volume 206.25 gl 197.6 gl 8.6 gl

LIQUID ON SITELIQUID ON SITE

NO. ADDED
1. -
2. -
3. -
Total -

FIELD HAZARD ASSESSMENT(FHA)FIELD HAZARD ASSESSMENT(FHA)

COMMON JOBSITE HAZARDS YES/NO
Truck can back up safely? Y
Truck safe distance from excavation? Y
Ground compacted, leveled and clear for truck/walk? Y
Area for discharge/wash down free from obstacles? Y
Location (i.e., unloading and washout areas) free of overhead hazards (i.e., power
lines)?

Y

Caution - Wet Concrete Harms skin; wear PPE. If contact occurs, wash immediately. Inform all users.Caution - Wet Concrete Harms skin; wear PPE. If contact occurs, wash immediately. Inform all users.

TICKET NO. 86718181TICKET NO. 86718181
TRUCK LOADTRUCK LOAD

TRUCK NO.: 54
LICENSE PLATE: 54
DRIVER: TMOP-Marty Hall
HAULIER: -
LOAD NO.: 1
THIS LOAD: 6.25 CY
RETURNED: 0.00 CY
CUMULATIVE: 6.25 CY

ORDERORDER

VOLUME: 8.25
ORDER NO.: #1073
DELIVERY DATE: Mon, May 8 2023
DELIVERY TIME: 12:11
DELIVERY ADDR.: 5221 ROUNDHOUS

E
COLORADO SPRIN
GS, CO 80911

GPS: 38.757071, -104.67
5633

PO: ASPENVIEW
DELIVERY RATE: Spacing or unload

time 30min
ELEMENTS TO POUR: -
POURING MODE: -

ORDERED BYORDERED BY

NAME: -
EMAIL: -
PHONE: -

JOB TIMESJOB TIMES

START LOAD: 12:15
EN ROUTE: 12:35
ON SITE: 12:55
BEGIN POURING: --:--
FINISHED POURING: --:--
LEFT SITE: --:--
TOTAL TIME ON SITE: -

DELIVERY CONFIRMATION - PENDINGDELIVERY CONFIRMATION - PENDING

Customer: PTL CONCRETE INC
Customer No.: 91263
Address: 11550 PARALLAX HTS, COLORADO SPRINGS C
O 80908-3787
Phone: -

Jobsite: 2023 THE TRAILS POWERS & BRADLEY PT
Jobsite No.: 400860975
Address: Various., Colorado Springs CO 80911
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GENERAL CONDITIONS OF SALEGENERAL CONDITIONS OF SALE

Aggregate Industries Management Inc., Lattimore Materials Corp., Lafarge Canada Inc., Holcim (US) Inc. and each of their respective pare
nt companies, subsidiaries and affiliates are collectively and individually referred to as “the Seller”)

RESPONSIBILITYRESPONSIBILITY

This concrete has been proportioned and mixed in accordance with applicable specifications. No water can be added by truck mixer opera
tor without authorization of consignee and at consignee’s sole risk. The purchaser shall be responsible for promptly providing, upon arrival, 
a safe and practical location for the delivery and unloading of the product. The Seller does not accept responsibility, and purchaser agrees 
that the Seller shall have no liability, for any injuries suffered by any person in connection with any attempt to add material to, or modify in 
any other way, concrete obtained from the Seller.

HOT/COLD WEATHER PROCEDURESHOT/COLD WEATHER PROCEDURES

Concrete placed during hot/cold weather requires special procedures. Appropriate placing procedures are the responsibility of the purcha
ser and must be in accordance with the recommended practices as indicated by the applicable local standards (ASTM, ACT, CSA).

DESIGN STRENGTH & CHARACTERISTICSDESIGN STRENGTH & CHARACTERISTICS

The concrete shall yield the stated strength on the day specified based on the strength of laboratory cured cylinders and evaluated in acco
rdance with the recommended practices as indicated by the applicable local standards (ASTM, ACT, CSA).

CONCRETE COLORCONCRETE COLOR

The Seller makes every reasonable effort to achieve consistency in concrete color. However, due to fluctuations during the cement manufa
cturing process and inconsistencies with placement and finishing techniques, variations in the shade or color of the concrete may result. A
ccordingly, consistency in concrete color is not guaranteed.

ADDITIONAL TERMS AND CONDITIONSADDITIONAL TERMS AND CONDITIONS

All other terms and conditions shall be as set out in the quotation provided to the purchaser by the Seller, including the Seller’s standard te
rms and conditions attached and/or referenced therein.

CONSENTCONSENT

By signing or using the App, or, in the event that a signature is not provided, the location and time indicated on the App will govern as the 
location and time of delivery and act as satisfactory acceptance of the delivery. I represent and warrant that I am authorized to consent to 
the following on the purchaser’s behalf. I relieve the Seller of any and all liability, including, without limitation, for personal injury or propert
y damage when delivery is made beyond the curb/”inside lot” line. I further acknowledge by signing or using the App that I have reviewed 
the information on the electronic ticket. I certify that I have received the quantity and product type ordered and relieve the Seller of any furt
her liability therefor. For FOB orders, I certify that my vehicle complies with applicable local, state/provincial and federal weight limitations 
and operating requirements.
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